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 : Los Angeles, 
Toronto, Mexico City, Köln, Moskau, Dubai, 
Johannesburg und Sydney. 
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  QS9000 

2003 ��������   �������  ��  ��� �������  
  Shanghai 
2004 ��������  �������  
  -�����   
2005 ��������  �������  LAUNCH France ���  

��������  �����������  ��  ��������  LAUNCH 
Europe 

2006 *�	�������   
�������  �����  
  Shenzhen 
2007 #����   Call – ������  ���  LAUNCH Europe 

About ����� �� ���� �� ���� �� ���� �  
LAUNCH Tech Co., Ltd. was founded in 1992 and 
today is a global player in the automotive aftermarket 
providing a full range of equipment and service 
solutions for workshops. Product lines include 
equipment for vehicle, diagnostic and test, inspection, 
maintenance, lifts, wheel service and hand tools. 
LAUNCH continues to extend its global reach and 
today has 15 companies covering North America, 
Europe, Central and South America, the Middle East 
and North Africa, South Africa, China and the Asia 
Pacific region. Through these companies LAUNCH is 
able to better serve its 600 distributors in 120 
countries. 

Milestones 
1992 Founded in Shenzhen, the Special Economic 

Zone of PRC 
1994 Released its first version of diagnostic tool 

CARLINK-LE150 
1995 Diagnostic system accredited with national 

software masterpiece honor 
1996 Set up website: www cnlaunch.com 
1999 Developed ASC-IT automobile aftersales 

networking management system for GM 
2000 Diagnostic system developed in partnership with 

Delphi Automobile System Group 
 Developed automobile test parameter recorder 

for Volkswagen 
 Automobile Group Sponsorship of first 

automobile aftermarket forum in China 
 Provided suspension testers to all Volkswagen 

service stations all over China 
2001 Strategic partnership with Motorola to develop 

diagnostic technology 
Accreditation with ISO9001-2000 certificate 

 Released X-431 diagnostic computer 
 Set up LAUNCH auto college 
2002 Listed on the Growth Enterprise Market (GEM) 

of Hong Kong Stock Exchange market 
Established eight subsidiaries in the overseas 
market in Los Angeles, Toronto, Mexico City, 
Cologne, Moscow, Dubai, Johannesburg and 
Sydney 

 Accredited to QS9000 quality system 
2003 Set up LAUNCH (Shanghai) Machinery Co., Ltd. 
2004 Establishment of subsidiary in Japan 
2005 Establishment of LAUNCH France as subsidiary 

of LAUNCH Europe 
2006 Induction of the new Headquarter building in the 

industrial area of Shenzhen 
2007 Start call center for LAUNCH Europe customer 
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 X-431 DIAGUN (������� ): 
 
��������	  �  
���
	  �
��

  c 
���������������  �
��
��
����� , ���
���  
�
������

�����  ��  �������

��
	  �� c�����  
�������� !"�  2008 
 
��	��
�  �����	�
��  �  �������� : 
 

 ���������  �  	
����  
��
�������  ���   ��� - 
���
����	  ��  ����  
�
�	��������  �������  
�������  - �����  

 Bluetooth 
 �����	�������  

��� �����	������  2-!  
�����������  

 1GB SD- ��	��  
��"��  
 �����#��  ��!	������  

����$� �  ��%���  
��&�	�����  �����������  �  
	��
�������  �����	�����"  

 '���������  �  ���	����  
�$����  

 '����	������  
�	����	��  
��� ����"  �  �	
 ��  &
����� , 
���  ��� , Airbags, ABS…���  �  
�������  &
�����  ��������  
��	���   ( -431 

 ������"  ���	����  	�����   
 �����#�����  �#������� �  

���������"  ��	��  ����	���  �  
�����  �����  ��	� . 

 
#
��

  �
����������  �  
�

$
�����  
�����������  

����%  ��
����
� .  
#

$
����	  �����  �  
��

��	�����  ���
��
���� : 
OBDII, Benz, BMW, VW (Audi, Seat, Skoda), Opel 
(Vauxhall), Ford (Europe), FIA, Citroen, 
Renault, Volvo, Jaguar, Smart, Sprinter, Alfa Romeo 
 
#

$
����	  �����  �  ����������  ���
��
���� : 
OBD; Toyota, Honda, Nissan, Mitsubishi, Mazda, 
Subaru, Suzuki, Isuzu, Daihatsu, 
Hyundai, Kia, Ssangyong, Daewoo, Brilliance 
 
 
 
 
 
 
 
 
 

X-431 DIAGUN (New) 
We introduced this unit for the first time on 
AUTOMECHANIKA this 
year.  
 
Here some product information: 
The X-431 Diagun is small and easy to use with 
bluetooth 
connections via a hub plugged into the vehicle OBD 
making it 

extremely mobile. 
Two vehicles can be 
scanned at the same time via 
the 
BLUETOOTH connectors 
supplied. 
At a lower cost than X-431, 
everyone in your workshop 
can have 
one - no waiting around for 
people to finish with the only 
scanner in 
the workshop - increase your 
efficiency! 
With a 1GB SD memory card 
it can store extremely large 
amounts 
of data. 
_ reads / erases fault codes 
_ scans engine 
_ turns off service lights 
_ scans auto transmission 
_ turns off SRS airbag lights 
_ turns off ABS lights 
_ scans body systems 
including air con & comfort/ 
convenience systems 
_ live data stream 
_ daily software updates via 
internet download 
It can perform functions such 

as reading and erasing Digital Trouble Code, reading 
data 
stream, tests on engines, automatic transmission, 
ABS, airbags etc. 
 
Available in two different models: European or 
Asian software. 
European Software Package X-431 Diagun: 
OBDII, Benz, BMW, VW (Audi, Seat, Skoda), Opel 
(Vauxhall), Ford (Europe), FIA, Citroen, 
Renault, Volvo, Jaguar, Smart, Sprinter, Alfa Romeo 
 
Asian Software Package X-431 Diagun: 
OBD; Toyota, Honda, Nissan, Mitsubishi, Mazda, 
Subaru, Suzuki, Isuzu, Daihatsu, 
Hyundai, Kia, Ssangyong, Daewoo, Brilliance 
Further information about the X-431 Diagun will 
reach you soon.   
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 �	
���
�	
���
�	
���
�	
���
  

� re@derV  
OBDII – ���������	
��  
��

��  
 
�����������  	�
���
  �������
  
���������
�  ���	��  ��
���
  ����� , 
�����������  ������ . ��  �����  ��� , ���  
���  ������ c�������  CReader IV_ ��  �  
	�
����  ����
���  �  �����  �����  �����  
������  ����
����
����  ������� : 

·   ���������  ���	��  
·   �������  ���	��  
·   ���������  I/M Readiness �����   
·  ���������  �  �����������  

�����!��!  ����"���  �������  
·   ���������  �������������  �����  

�����������
!   
·   ���������  ������������������  

������  �������������  ��������  
·  #���
�����  �	���
����  �����  

��������  
·  $�����  !���� : ���
������ , 

��������� , ����������  
·  %�����  !����  �  ��������  ��	���  
·   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

New 
Cre@der V   
OBDII Auto Scanner 
 
A new version of cre@der is available. 
Functions: 
• Read codes 
• Clear codes 
• I/M Readiness Monitor Status 
• Read Freeze Frame 
• Manufacturer Specific DTC Definitions 
Built In 
• VIN ID 
• Free updates via the internet! 
• Multiple Languages: English, Spanish, and 
French 
 

 



������������������������� ���

 6 

 
 
 

 
 ����������	
���
  
	�������
���
  ��	���   

�  X-431 ���������  �	���
���  ��
���  
����������  
�����	�����  ������  ��	�������  �����������  
��	��������� , ���	���������  �  ����������  
�	�����
���� , ��
����  
�  2006 ��
�  
����
������� . �����  148 �����	�����  ��	��  
����������� . 

 

����	���  
�  �����������  �����	�����  ������  ��	�������  
�  ��

�	���  ���������	������  ��	�
�
�  

����	�� ��  
�  !�
�
�  	����������  �  ��
�  �	���
�����  �	����   
�  �	�  ����"�  
�������������  �
����	��  

���������  ��
��  ��  �����  ��������������  
	��#�����  

�  ����$��  LCD-Touch-Screen (�����	 -
������ ) 
�  %��� -��	�� -�	����	  
��  	����
����  

����	�� ��  
��  �������� , �  ��
�����  
��
���	�
����  	����������  �	���
�����  

����������   

�  &�	����  ��	������  ����  �  2-��
�  ��	�����  
�  !��	������  ���	� ������  ������� -Linux �  PDA 

���� ����  (������ , ��������  ������ , 
�����
�	�  �  �
	�����  ����� ) 

�  !����������  ����
����  	�����  ������  
�  PC-Link 
��  �	�����	�  �  ���	������  ���� . ��  

��������	� / ��������  (
�������������  �� �� ) 
�  PC-Center, �����  ���  �  PC-Link ��  �  

����	���
���  ��	�
�
��   ����	�� ��  
�	��  
Bluetooth  

�  Batterybox ����	��������  ���� ��  
��  
���������	�  (
�������������  �� �� )  

�  Sensorbox �  ���������	��  �  ��������	��  

��
����  (
�������������  �� �� ) 

�  '���
  
��  �	���	�  (
�������������  �� �� ) 
 

�	�	�����  
�  (��	� ������  �������  - Linux  
�  CPU: 32-Bit Mikroprozessor 
�  Compact Flash Card - ������ : 128MB 
�  )��#��� : I/O Port und Seriell / Parallel 
�  *��	������  ������� : 12V DC 
�  ���	��������  �������� : 9W 
�  �	����	 :  !��������	������  -��	�� -�	����	  
�  ������� : 320 x 240 LCD Touch Screen 
�  %�
��� : +������  
����  + Smartbox + ���� -

�	����	  

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
Powerful diagnostic tool 
�  Full range coverage of European, Asian 

and American cars 
�  Exact and reliable test results 
�  Online update via internet, www.x431.com 
�  Up to 148 electric systems testable, including all 

German manufacturers 
 

Features 
�  Diagnose of electric systems 
�  Supports high-speed data transfer 
�  Data stream in waveform 
�  Connectable to almost all vehicle models by 

included connectors 
�  Large LCD touch screen 
�  Mini printer to print out test data 
�  Broad service network and two years warranty 
�  Linux operating system with PDA functions (memo, 

diary, calendar and address book) 
�  Wide language choice 
�  PC-Link for connection with PC (optional) 
�  PC-Center for connection with PC via Bluetooth 

(optional) 
�  Batterybox (optional) 
�  Sensorbox (optional) 
�  Trolley (optional) 

 

Specifications 
�  Linux operating system 
�  32-bit CPU 
�  Compact Flash card: 128MB 
�  Ports: I/O, serial and parallel 
�  Voltage: 12V DC 
�  Power: 9W 
�  Printer: High-speed thermo printer 
�  Display: 320 x 240 LCD touch screen 
�  Structure: Main unit + Smartbox + Miniprinter 
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���������	
��
�  ��	��  
�����������  

Alfa Romeo, Audi, BMW, Citroen, Chrysler, 
Daewoo (Chevrolet), Fiat, Ford, Honda, Hyundai, 
Kia, Lancia, Landrover, Mazda, Mercedes, 
Mitsubishi, Nissan, Opel, Peugeot, Porsche, 
Renault, Rover, Saab, Seat, Skoda, Smart, 
Ssangyong, Subaru, Suzuki, Toyota, Transporter 
(Sprinter, Vito, V-Klasse), Volkswagen, Volvo �  
OBDII / EOBD. 
 
 

 

 
 
 
Vehicle coverage 
Alfa Romeo, Audi, BMW, Citroen, 
Chrysler, Daewoo (Chevrolet), Fiat, Ford, Honda, 
Hyundai, Kia, Lancia, Landrover, Mazda, 
Mercedes, Mitsubishi, Nissan, Opel, Peugeot, 
Porsche, Renault, Rover, Saab, Seat, Skoda, 
Smart, Ssangyong, Subaru, Suzuki, Toyota, 
Transporter (Sprinter, Vito, V-Klasse), Volkswagen, 
Volvo and OBDII / EOBD. 
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����������	
���
  	�������
���
  
��	���� , ��� � ���� � � 	�  �����
����  
(Bluetooth)  
�  �������  ��	
��  
����������	���  

���������	�  
�  ���������	  ������	��	  �	�	�  ���	��	�  
�  �	��	����
	�  ��  
��������
	  Mercedes-Benz 

�  BMW – 148 ����	�  ��  Mercedes-Benz, 

����������	��  ��
�	  BMW -7  

�  �������		  Hardware:  
���������  �������  
������  ��   CF-karte �  ����  �����	�  

�  �������  
����
�  �����	���	�	� : 150 
���	�	���  ������ �  �  !	������ , "��������  
�  #�����  ��
  ����	��	���������	�  �  
�����	��	�  �������  

�  ��
	����  �	�������� : ��	  �	����  
��
����	���  ���		  82-�  ����
  ���������	�  

�  $�
��� %��  �������  ����&��  �  �������  

��������
�  �  �	�	��
��
���  
��   CAN BUS 
����	�   

 
 

 

 
 
 
 
� � ��	���  
�  '����
����  �  ����������  �
���	�  
�  Linux- ��	��&������  ����	��  �  ��
�����  


���������	�
��  ����(����  ���������	�  
)((	
�����  
��������
�  �  ����
�	�  PDA-
*��
&����   

�  �������  �  ����%	���  �  ���
	  
�����  �	�	�  
�������  &�	����  
����	�  (Touchscreen) 

�  �������  �����  ���
��  
�  +���  �����	�  
��  �������  ����	���
�  
�  �������  ��,	�  ������  
��  ������	���  

�	���������  
��������
�   
�  �	������
���  �����  ���  ����%�  Bluetooth- 

�	��������   
�  -����	����  �

�����������  �����	�  
 

 
 
Powerful diagnostic tool, wireless  
�  Strong test functions to cover most 

vehicle models in the world 
�  Keep abreast with the latest models by fast 

upgrade via internet 
�  Best diagnostic scanner for Mercedes-Benz and 

BMW – 148  Benz systems and coverage on 7 
series BMW 

�  Best hardware: Rewriteable compact flash card, 
huge memory and mini printer 

�  Largest R&D team: 150 engineers engaged in 
R&D centers in Germany, Australia and Japan 

�  Reliable technology: Already providing original 
equipment for over 82 vehicle manufacturers 

�  Market leading CAN BUS adaptors (included) 
 
  
 

 



��������������������� �� �� ���

 9 

��������	
�� : 

�  � �������		�
  �����
� : Linux 
�  CPU (��������� ): 32bit 
�  CF- ����� : 512MB 
�  ����
��	��  ����	�
 : 12V DC 
�  �������
�
�
  
��	���� : ca. 9W 
�  ���
�  ����
��
����  �������  	� : 10 �����  

������  
�  ���	��� : ���
� - ���	���  
�  ������� : 240x320 LCD- ����	��  -touchscreen  

 

 

 

 

 

 

 

 

 

 

��	���
��������  �	���  	����������  
Alfa Romeo, Audi, BMW, Citroen, Chrysler, 
Daewoo (Chevrolet), Daihatsu, Fiat, Ford, GM, 
Honda, Hyundai, Isuzu, Jaguar, Kia, Lancia, 
Landrover, Mazda, Mercedes, Mitsubishi, Nissan, 
Opel, Peugeot, Porsche, Renault, Rover, Saab, 
Seat, Skoda, Smart, Ssangyong, Subaru, Suzuki, 
Toyota, Transporter (Sprinter, Vito, V-Klasse), 
Volkswagen, Volvo und OBDII / EOBD. 

 

 
Features 
�  Compact and reliable connectors 
�  Embedded operation system and open platform 

diagnosis to ensure effective diagnosis and PDA 
functions 

�  Easy operation and input on extra large colour 
screen 

�  Multi language choices for customers all over the 
world 

�  Mini printer for real-time printout 
�  Large memory compact flash card to store 

diagnosis result 
�  Wireless connection and data exchange based 

on Bluetooth technology 
�  Equipped with Lithium battery 

 

 

Specifications 

�  Operating system: Linux 
�  CPU: 32bit 
�  CF-card: 512MB 
�  Power: 12V DC 
�  Output: Approx. 9W 
�  Printer: Thermo printer 
�  Display: 240 x 320 colour LCD touch screen 
�  Operating time: 10 hours 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
Vehicle coverage 
Alfa Romeo, Audi, BMW, Citroen, Chrysler, 
Daewoo (Chevrolet), Daihatsu, Fiat, Ford, GM, 
Honda, Hyundai, Isuzu, Jaguar, Kia, Lancia, 
Landrover, Mazda, Mercedes, Mitsubishi, Nissan, 
Opel, Peugeot, Porsche, Renault, Rover, Saab, 
Seat, Skoda, Smart, Ssangyong, Subaru, Suzuki, 
Toyota, Transporter (Sprinter, Vito, V-Klasse), 
Volkswagen, Volvo and OBDII / EOBD. 
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����������	
���
  
	�������
���
  ��	����  �  

�� ��

���	��� , ����������	�  
�����
����  
����  ���������		
�  �
��	���
����
�  ��
���  X-
431TOP ��������  �  ����  ���  �
��	���
����
�  
��	��

  X-431-��
���� . ��
  �����
  Bluetooth- 
���	����

  ������	�  �
��	���
����	
�  
�������
��  �  ���
���  20-�
  ������ . ���
�  
������� , ����������  ���  �������  �
��	���
�
 , 
�������   
  ������  ���
����
�!  �����  ��   �"
�  
�����
�  ������ . ��
���  X-431TOP ����
	���  �  
����  �����  #�	��

  ����� -������� , 
���
�������� , �������  ����
��� , ���!�
�����  
  
���
  ��		
�  ��
�	��� . $���  ��		
�  ��������  �  
����  ���	
������  ������	���
�  ���  
������
��	
�  ���	�����	���  �������� , 
��%��	�	
�  �����  �"
��� , ���	����	
�  ��		
� , 
&�����
����
�  ����
  
  ����
�
 . '��  ���������  
������
�!  �������  �
��	���
�
  
  ������!  ���  
�����  &�����
�	
� . 
*�	�
��  – ��  – ��  ������  �  ����
���	��� !!! 
 
����	��� : 
�  ��	������������  � ����� : $��������	��  

�
��	���
��  &������		
�  ������  �������	
�  
	��� . (����� , �������
������  ������
  ������� , 
)
���� , )$*  
  � .� . 	�  ���������
� , ��
����
� , 
����
��	��
�  �������
��� ; ����������	��  
�
��	���
��  ����
  (�������  
  BMW – ��  148 
�
����  �������
�� ; ���
�!  
  �����	�	
�  
��		
� . 

�  !�	
�"  ����	��
� : ��������	
�  ����
�	
�  
  
����
�	
�  ����
���  �  ����
�	
�  �
��� ; DIS 
+���
�  ���
��	
� ; )	��
�  ���	���
  (�  kW); 
����  
  �	��
�  �������������  ����  �������� , 
����  ������
 , ��������

  �
�
	���� . 

�   ��� 
����  �	������ : ������	���!  �
�����

  
DC- �
�	��� , 
����!�	���  �
�	��� , ���	����	
�  
«��
�
� » 
  ��  ���
  	��
����		
�  «��
�
� ».  

�  4-�	�	
���
  ����

���	� : ������	���!  

�����	
�  �
�	����  ����  ����
���  
����
���!	��  ��������  ��  20MHz. 

�  ������  	�� � 
������
  �	�	��� : ��������	
�  

  �
����  ����
�	
�  �����	
�  	�  ��	���  
�	��
��  ������	
�  ������������ .  

�  # �����  � 
�������	 : 
�����	
�  �
�
  ���� , 
	������	
� , ������
���	
�  
  ������
 . 

Powerful diagnostic tool including 
oscilloscope, wireless 
The new developed X-431 TOP has included 
upgraded diagnostic functions of X-431. With the help 
of Bluetooth technology it enables tests of vehicles at 

a 
distance 

of 20 
meters. 

X-431 
can give 

you the most efficient, stable 
and easy tests without leaving 
your desk. It has put together 

the functions of engine analyzer, oscilloscope, sensor 
signal simulator, automotive multi meter and 
automotive database. As the most comprehensive 
equipment it can save the expenses for the user to 
buy, store, upgrade single function products and 
conduct training.  
X-431 TOP provides an abundant technical database 
for vehicle service, including 1. Tips on DTC-based 
vehicle service, 2. Standard data stream value, 3. 
Component wiring diagram, 4. Standard waveforms 
for ignition. Upon the diagnosis with the help of 
database, vehicle service can be more efficient and 
easier. 
 

Features 
�  Diagnostic functions: Powerful wireless diagnosis 

of electronic control systems like engine, 
transmission, airbag and ABS on European, 
American and Asian vehicle models; top grade 
scan tool for Mercedes-Benz and BMW, able to 
perform diagnosis on 148 systems for Mercedes-
Benz; real time storage of dynamic data of running 
vehicles for analysis at any time. 

�  Engine analysis: Display of primary and secondary 
ignition waveform in single cylinder, raster, parade 
and superimposed diagrams; DIS display in 
waveforms; kW waveform analysis; test and 
analysis of starting current, charging voltage and 
intake manifold vacuum. 

�  Sensor simulation: Able to simulate DC signal, 
pulse signal, standard waveform and hand drawn 
waveform. 

�  4-channel oscilloscope: Able to measure the output 
waveform from all sensors at a maximal frequency 
of 20MHz. 

�  Battery tester function: Monitor the specifications of 
the battery and provide data for the service of the 
battery through analysis on the condition of battery. 

�  Multi meter function: Analysis on the condition of 
sensors by measuring the output current, 
resistance and frequency. 
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*� � ���� – ��  	�  
��
��  
  ������������ !!! 
 

 

���	�������  
�		�� : 

�  ����������� : 
 ������ : 4 ������  
 ���	
	� : 20MHz 
 ���
������ : -150V~+150V 
�  ���������  ���	��� :  

���
�����  ���
������ : -12V~+12V 
 ������������  ����  	
��  ��  ���
�� : 40mA 
 �
�
���
�	�  ���
������ : ±1% 
�  �������	��	��  ���	�� : 

���	
	�  �������� : 0,1~15kHz 
 ���
������ : -12V~+12V 
 �
���  �	�
	� : 10%~90% 
�  ���	
���	��  ���	��  
������ : 
 ���	
	� : 0,1~100Hz 
 ���
������ : -12V~+12V 
�  ������  �����������	��  ������� : 

���	
�����  �
�

	������� : 0~100W 
 ���
������  �
�
�	
�
  �
�� : 0~30V 
 �
�	
����   �	�
�� : 0~100% 
�  ��� ������ : 
 ���
������ : DC -4000V~+4000V 
 ��
��
�  �
�

	������� : 

10MW 
 �
�

	������� : 0~4W 

���	
	� : 0~15kHz 
 ��
��
�  �
�

	������� : 

300kW 
 ��
��
�  ���
������ : 1~12V 

 
Specifications 

 
�  Oscilloscope: 

Channel: 4 channels selectable 
Frequency: 20MHz 
Voltage range: -150V ~ +150V 

�  Signal simulation module: 
Output range: -12V ~ +12V 
Max. output current: 40mA 
Output voltage accuracy: ±1% 

�  Square waveform signal: 
Pulse frequency: 0.1kHz ~ 15kHz 
Voltage range: -12V ~ +12V 
Duty ratio: 10% ~ 90% 

�  Sensor standard signal: 
Frequency range: 0.1Hz ~ 100Hz 
Voltage range: -12V ~ +12V 

�  Hand-drawn waveform signal 
Frequency range: 0.1Hz ~ 100Hz 
Voltage range: -12V ~ +12V 

�  Battery test module: 
Internal resistance of battery: 0 ~ 100W 
Open circuit voltage: 0 ~ 30V 
Battery condition: 0 ~ 100% 

�  Multi meter module: 
Voltage range: -4000V ~ +4000V DC 
Input resistance: 10MW 
Resistance range: 0 ~ 4W 
Frequency range: 0 ~ 15kHz 
Input resistance: 300kW 
Input range: 1 ~ 12V 
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� ������  ��	  
��
����  
�����������  

�  ����������  ��	
���  (hardware) 	�
��	���  �   X-
431Toll 

�  ���  ������	���  �  

��	�����	  	  �	�
�����	  
�������	 , ������
�	
�  12V und 24V 

�  ����������  �	����  
�  ��	
��  ����  �
  �
����
�  
����	�  ���	�
�����  

�������� , ��  ����
�
���  ��
��������  ����
  
�
����
�	�  

�  ��
����  -LCD-Touch-�	���
�  
 

��������  
�   
  ���
�  �����
�  ������
�	�  ��	  

�
��	�����		  ������	���  -  24V 
�  !���
��	�  ��  ��
�  ��
�����  X-431 -��������  
�  "������  ��
���  �	������	��
��#  ���
�
� . 
�  $
����
�	
  �
�
�  	��
��
�  www.x431.com, 

��
���  �������
��� . 
�  %	�	  ��	��
�  ���  ����
����	  	�&����'		 , ���  

�����
���
�	
  �
���������  �	������	�	  ���  
��	
����  

�  !
��	����  ����
����  	  2 ����  ������		 . 
�  (����
����  ��
����'	�����  �	��
��  - Linux �  

PDA - &���'	��	  (������ , ���	����  ��	��� , 
���
�����  ���
����  ��	�� ...) 

�  ����
��	��
�  ����������������  �
�
����  
	�&����'		   

�  (����������  ���������  ��
��� * 
�  PC-Link ���  ���������  	  ��#���
�	�  �����  ��  

���
�  �������
�
  PC / Laptop (��'	� ) 
�  PC-Center, ���  �
  ���  	  PC-Link �  ������������  



����������  ����	  Bluetooth (��'	� ) 
�  !�
��  (��'	� ) 
 

�����������	  
�  $�
��'	�����  �	��
�� : Linux 
�  CPU (���'
���� ): 32bit 
�  CF- ����� : 128 MB 
�  )��*
�� : I/O Port 	  Seriell / Parallel 
�   �����
�	
  �	���	� : 12V DC 
�  ����

��
���  ��+����� : ca. 5W 
�  ,����  ������������  #����
�  �� : 10 �����  

��
���  
�  ��	��
� : -
��� - ��	��
�  
�  �	���
� : 240x320 LCD- '�
����  -touchscreen  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Diagnostic tool for heavy goods 
vehicle 
�  All the advantages of X-431 
�  Covering heavy duty diesel and gas-fueled vehicle 

models of 12V and 24V 
�  Compact design for convenient use 
�  Colour touch screen 
 

Features 
�  No need for battery conversion when testing 24V 

trucks 
�  Support all the current X-431 software 
�  Covering a wide array of vehicle models 
�  Online update via internet, www.x431.com 
�  Mini printer to print out test data 
�  Supports high-speed data transfer 
�  Data stream in waveform 
�  Broad service network and two years warranty 
�  Linux operating system with PDA functions (memo, 

diary, calendar and address book) 
�  Wide language choice 
�  PC-Link for connection with PC (optional) 
�  PC-Center for connection with PC via Bluetooth 

(optional) 
�  Trolley (optional) 

 

Specifications 
�  Linux operating system 
�  32-bit CPU 
�  Compact Flash card: 128MB 
�  Ports: I/O, serial and parallel 
�  Voltage: 12V DC 
�  Power: 5W 
�  Printer: High-speed thermo printer 
�  Display: 320 x 240 LCD touch screen 
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� � ����  ���  ��	
���
���  ��  �����  
����  («������  ���� ») 
Crecorder ��������	  
���
��  ���������  
«�������  ����� » �  ������	� , ���  «���	������  
����	�������������� », 	�  ��	� , ���������	  ���  
������������  �  ����	�������  ��	���  �  	������  
24-�  �����  (����	������  �����	��� ). ����������  
��
����
��  ��  �����  ����  ����������	��  ��  
������	���  ���  ������  ���	��	�	������  
��������� , ���  �  ����  ���
���� , 	��  �  �  ����  
	����
� . ���������  ���������	  �	�����	���  
� ����  �����	��	�����  �  �����	  
���	��	�	������  ��������  �  ���� . !����  
Crecorder- Website ��"��  ������	�  ��	������  
��
����
��  �  �����  ���������  � ���� , ���  "� , 
�  ������  ��  ��������� -  �	�����	�  ���	�����  
��
����
��  ���  �������  ���
�����	�� . * (������  
���	��� ) 
 

����	���  

�  Plug-and-play – ������  �  ������	���  
���������� , ���������	��  �  ������	���  �����  
USB. 

�  #�	���	�������  ������  ���  ������  
�������	������  ����	���  

�  $������  ��������	�������  ����  �  ������  
��
����
��   

�  %������	���  ��  ����	�����  �����  ��	����	  -
Crecorder -Website * 

�  ������"�������  ���	����� : 
·  OBDII: ISO9141, SAE J1850VPW, SAE J1850 

PWM 
·  EOBD: ISO14230KPW 
·  CANBUS: ISO15765 

 

�	�	��
��  

�  &������ : 50mm x 28mm x 40mm 
�  &��'�� -  	���� : OBDII / CAN (16-���	��	�� ) 
�  ��	����  �	  �������	��������  ���'���  

��	�������   
�  ������  ��
����
��  ���������  24 �����  

(����	������  �����	��� ) 
�  USB - ���'��  

 
 
 
 
Datarecorder   
Crecorder is a remote tool developed 
with car owners in mind. It can collect 
engine data when the car is driven on the road. 
After the recorded data are fed into the client 
terminal, the waveform can be displayed in 
diagrams and tables. Helped by the networking 
of the Crecorder website and client terminal, 
remote diagnosis has been turned into reality.* 
 
Features 
 
�  Plug-and-play tool with compact design 
�  Automatic recording of data without human 

interference 
�  User-friendly interfaces and clear display of 

data 
�  Remote diagnosis through connection with 

Crecorder website * 
�  Supported protocols:  

·  OBDII: ISO9141, SAE J1850VPW, SAE 
J1850 PWM 

·  EOBD: ISO14230KPW 
·  CANBUS: ISO15765 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Specifications 
 
�  Dimensions: 50mm x 28mm x 40mm 
�  Port: OBDII / CAN (16-pin) 
�  Power: Supplied by diagnostic socket 
�  Capture and record data of the last 24 hours 
�  USB port 
 
 
*: Chargeable 
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������  ���  	
���
����  �  	�������  
������ . 

Creader  - ���  �����	
��  �  �
��	  �������  �  
���������  ������ , ����������  ���	����  
������������� , �����������  ����������	  
�������  ���������
�  (�
��������  �����
 ) 
���
�������  ���
��  ����������  ���������� . 
Creader ���������
��  
�
  ���  
������������	����  ����������  �  ����  ���������  
�������
�� , ��
  �  ���  ����������  ���	������� . 
���������
�  �  ��������  �����
  ������������  

����  �������  ���
��
����  
����  
���������
��
��  ��� �� . !���
�  �����
�������  
�  ��
������  �����  �  �  
���� , �  ���������  
���������  
������  �����  ����
����	��  �  
������
"��  ��  �
�������"��  
�  CD.  

 
 

 

 

 

 

 

 

 

 

 

 

 

 

��������  

�  #
��������  �  ��������  �����
  
�  $����	
��  �  ��
���  
�  %������  �  ����������  
�  &���
������  "���  
�  %�������  ���  ������  ���	���������  

(������������	��  �  �������� ) 
�  %�����  �����
������	  

 
 

��	��
�����  	����
����
���  

�  '������ : 72mm x 48mm x 16mm 
�  '�� �� : 16-Pin ���
��  ���  OBDII / EOBD / CAN 
�  ������� : LCD – ����������  ����
�  
�  %������  
����  ���������
��
��  ��� ��  

����������   

 
 

 
 
 

 
Fault code reader 
Creader is a handy device for reading and 
erasing trouble codes. It is small in size, robust in 
design, competitive in price and easy to use. It can 
be helpful in professional workshops as well as for 
private use. 
By simply connecting Creader with the diagnostic 
socket the user will be able to read the trouble code. 
It is displayed as text and can additional be identified 
by consulting the user manual or CD. 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features 

�  Reading and erasing of trouble codes 
�  Small and portable 
�  Easy to use 
�  Cost-effective 
�  Special for individual users 
�  Highly accurate 
 
 
Specifications 

�  Dimensions: 72mm x 48mm x 16mm 
�  Port: 16-pin OBDII / EOBD / CAN 
�  Display:  LCD 
�  Power: Directly supplied by diagnostic socket  
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� ���������  ��	�� -	��	��   
 
KES-200 � ���������  ��	�� -	��	�� , �  DIS 
  
��������

	�
����  �
�	����  ������  �
��� , 

�����
���
�  	��	
�����
�  ��	����  �  ���	��	�	�

  �  
	�������
��
  �����������  	���
�
 . ��
���  ��
��	��  
��������  �������  ��
�����	�
�  ��
  ��
���  ��
���  
���
���
� , �
��	�
����
�  �
�	�� , �
�	��  
�������
���
�  �  ����
�����  ��
��	�
��  
  ���

�  
����	�  ��	�
��� . ��
���  KES-200 ��
��	  ���  
����
�

�	��  ��  �
�����	
�� . ��
  �����
  4-
����
�����  ���


������ , �
�������  � 
�	
��	�� , 
�����   �������  �   ����
��

  ������������  
���������
� , !�  ����	�  ���	
��	�  �������
���
����  
��� 
�	�	��  
������
� . 
 

���
��  
�  4-����
����  ���


�����  
�  "
������  � 
�	
��	�  
�  #��

�  �
�	���  ���
���
� , ����	�  �	��	��� , 

������	���  Anlasser-, Generatorsystemen ���  ��  DIS- 
�
�	����  (�
��	������  �
�	���  ���
���
� ), 	��   
  ��  
�������  ��
��	�
��  �  ��������

	�
�� .  

�  $��	
�����
�  �������  ��	����

����  ��	�
���  
�  %�������
�  ������  
������
� , �������
�  ��  

�	�����	���
  ������
��
  
�  &�
����  LCD-�
��
�� , ��
���  ����
��	��
�  
�  &���  ������  �  	���
����
�
  ��
���
��
  
�  !�������  ��
����
�  ����
�  

 
 

 
 
 
 

 
 
 
 
 

Handheld engine analyzer 
 
KES-200 is a handheld engine analyzer that 
can test both DIS and distributor engine with 
many state of the art concepts and technology. It 
helps to find out any problem in ignition, starting, 
charging and fuel injection system as well as various 
sensors of the vehicle. Therefore it makes you an 
expert in garage immediately. Its real time 4 channel 
oscilloscope, digital multi meter, easy to use software 
and build in library of standard waveforms lead to a 
professional job. 

Features 
�  4 channel oscilloscope 
�  Multi meter 
�  Analysis of ignition / starting / charging system for 

both DIS and distributor engines 
�  Test of various sensors 
�  Data waveform hold, save and retrieve, 

comparison to the standard 
�  Large LCD display, full accessory 
�  Database of OEM specification 
�  Multi languages available 
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� � � � �����  
�  ������� : 320 x 240 LCD 

�  ��	
�	��
	 : 23 
�����
��  ������  
�  �
�� : �
�  �	�	���  ������  �  �  ��	�	���  ������  
�  �	
�	  �	���� : PCMC2A Interface 
�  �	�
������  ���	��� : 12V DC 
 

�	
���
����  
�  �	�	�� : 4 
�  �	�
������ : 0,1 ��  20 V DIV 
�  �
��� : 25µs ��  20s 
�  �	����	���	�   	����	 : 500kHz 
�  !���
�����  �	�
������ : ±50V DC 
�  "
��� ����  «�
�
�� » #
	$��	 : max. 5-
	�  
�  ���	�� ���	�  �	����  �
�
�� : 50- ��
	��%  

�	����  online, 8-��
	��%  �	����  offline 
 

����������  
�  �	�
������ : -120V bis +120V DC 
�  &��	  ���	 : -0,4 ��  04A 
�  &��
���
����� : 0,0 ��  40M'  
�  (	����	 : 1Hz ��  100kHz 
�  �	�
������  	���������
���  �	�	
��  : 9 ��  15V 
�  )	������
 : 300 ��  8000 U/min 
 

��	����  ���������  
�  *�
�	  «�
�
�� »: ��

� �	� /
��
� �	�  �
�
	�  

�	��#	���  
�  )��  �������  �	��#	��� : ��� /���  �  


	��
����������  
 

������  	�������  
�  �	�
������  ��	
�	 : 8,6 ��  15V 
�  &��	  ��	
��
�#�  ���	 : 0 ��  900A 
 

������  �������
��  
�  �	�
������  �	
��	 : 8,6 ��  15V 
�  &��	  ���	  �	
��	 : 0 ��  40A 
 

Specifications 
�  Display: 320 x 240 LCD 
�  Keypad: 23 conductive rubber keys 
�  Buzzer: Key press and trouble indicating 
�  Memory cartridge: PCMC2A interface cartridge 
�  Power supply: 12VDC 
 

Oscilloscope 
�  Number of channels: 4 
�  Voltage DIV: 0.1 ~ 20V DIV 
�  Time: 25µs ~ 20s 
�  Frequency width: 500kHz 
�  Measuring voltage: ±50V DC 
�  Magnification times for waveform: max. 5 times 
�  Dynamic waveform memory: 50 pages online 

memory, 8 pages offline memory 
 

Multi meter 
�  Voltage: -120V ~ +120V DC 
�  Current: -0.4A ~ +0.4A 
�  Resistance: 0.0 ~ 40.0MW 
�  Frequency: 1Hz ~ 100kHz 
�  Battery voltage: 9 ~ 15V 
�  RPM: 300rpm ~ 8000rpm 
 

Ignition waveform 
�  Waveform: Primary / secondary ignition waveform 
�  Ignition mode: Distributor and distributorless 
 

Starting system analysis 
�  Starting voltage: 8.6V ~ 15V 
�  Starting current: 0 ~ 900A 
 

Charging system analysis 
�  Charging voltage: 8.6V ~ 15V 
�  Charging current: 0 ~ 40A 
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������������� ���
� � ����  �  ����	
���  �
������  
 

 
STS-600 ������  �  ����	
���  �
������  
 ���  ��
������������  ������  �  


����
��������  �
��������	��  (POST) �  
������������  ���
�����  �����	��  ��������
 . �  
�������� , ������   ������
���
  �	
  ��������
  
�
��
����
 , ��������	���
 , �
�����  �
�����  
�
������  �  �����  ����	����
��  �����
���  ����
	  
(�
��
����� , �
����
  �  l -����
	  O2-�
����
 ). 
 �����  �����  �����  �  ���
�	����  �  �����  
�������  ������ .  
 
�������  
�  �����������  �
�
�����  �
������ : �
��
����� , 

��������	���� , �
����
  
�  !���	
"�
  �
������ : �
��
����� , �
����
 , l -

����
	  O2-�
����
  
�  #������  �����  �
  LCD-����	��  
�  $����
������

  �
���
������
  �����	��  

��������
  �����  �
��
������  �  
��������	�����   

 
�
�
�����  
�  ��������  ��������
 : 1% FSR 
�  %�
�"������  ����
 : < 1s 
�  &��������  �
��
����
 : 0 ��  400V (DC) 
�  &��������  ��������	���
 : 0 ��  4MW 
�  &��������  �
����� : 1 ��  15kHz 
�  !���	
"�
  �
��
����
 : 0,01 ��  12V 
�  !���	
"�
  �
����� : 1 Hz ��  15kHz (5V/12V 

�����  �
�
�
��  �
  �	
��
���� ) 
�  l -����
	  O2-�
����
 :  �������  �������  1V 

������  �������  0V 
�   ��
��� : 12V DC ±20% 
�  %
����� : 320mm x 166mm x 40mm 
�  ��� : 486g 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Sensortester & Simulator   
 
STS-600 sensor tester and simulator is a 
smart testing device with power on self test 
(POST) and range switching functions. It is mainly 
used to conduct voltage test, resistance test and 
frequency test for sensors and to simulate the output 
signal (voltage, frequency and l -signal of O2 sensor). 
The user can enjoy its user friendly interface and the 
fault tolerance design. 
 
Features 
�  Sensor test: voltage / resistance / frequency test 
�  Sensor simulation: voltage / frequency / l -signal of 

O2 sensor 
�  3-digit readings and range displayed in large fonts 

on LCD screen 
�  Automatic range switching between voltage and 

resistance 
 
Specifications 
�  Measure precision: 1%FSR 
�  Response time: < 1s 
�  Voltage range: 0 ~ 400V (DC) 
�  Resistance range: 0 ~ 4MW 
�  Frequency range: 1 ~ 15kHz 
�  Voltage simulation range: 0.01 ~ 12V 
�  Frequency simulation range: 1 ~ 15kHz (5V/12V 

can be selected with keys) 
�  L-signal of O2 sensor: high voltage: 1V 
 low voltage: 0V 
�  Power: 12V ±20% 
�  Dimensions: 320mm x 166mm x 40mm 
�  Weight: 486g 
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������������������������  – TWC- �����������	
  ��
��	  

�����������  �  �����  ��  ����
�
��
����  


���	��
��	�  �
�����  ���� .   TWC- 
�
���  ������
���  ������������� , 
�
��
��������  �  �	������� , �
�  ���	�  
�����
�����
�  ��
  ��
�������  
��������
�����  
�  �����
���  �  
��������������  ������������ .  
 

�	��	��	��	�
 


��
�����
�����
�����
���
 



��
��
��
��
� ���
� � � ��������	
  ����
   
 

��������  
�  ����������  �����������  
�  �������  �

���  ����
����  

�������
�	�  ������  
�  �������  �  ���
����  ����������   
�   �!�	�  �  ��������	�  ���"��
��  
�  �����
�����
�  �
���������	�  

��
��������  ��"�����  ���������� : UL �  
CE 

�   ��������  "������  ��
�

����
�  
�����������  ��!���  �����  ��  

���
��
���   

�  ��
���
  �������	
  "������  ��  �
����  
�  
��������	  -  ���  ����	�  ��
��  ���
�   

�����������  ��������������  
TWC-401 
�  #����

  ����
��
  ������� : 8- 10bar 
�   ��� . ������  ����� : 360mm 
�   ��� . ����
��  ���
�� : 960mm 

�  $��
����  %�������  �����  
�  ��
��
��  
����� : 10 - 17" 

�  $��
����  %�������  
�  �����
��
��  
����� : 13 - 20" 

�  #����

  ��
���
��
 : 
 220V AC; 50Hz 
�   �!�����  ���"��
�� : 1,1kW 
�  #���
�	 : 
 1020mm x 810mm x 1705mm 
�  &
��� - �
� : 204kg 
 

�����������  ��������������  
TWC-501 
�  #����

  ����
��
  ������� : 8- 10bar 
�   ��� . ������  ����� : 380mm 
�   ��� . ����
��  ���
�� : 1025mm 
�  $��
����  %�������  �����  
�  ��
��
��  

����� : 10 bis 20" 
�  $��
����  %�������  
�  �����
��
��  

����� : 13 bis 23" 
�  #����

  ��
���
��
 : 
 220V AC; 50Hz 
�   �!�����  ���"��
�� : 1,1kW 
�  #���
�	 : 
 1015mm x 870mm x 1820mm 
�  Nettogewicht: 228kg 

The ������������������������  TWC tyre 
changer are developed and 
produced in one of the most modern 
manufactory of Asia. The TWC series 
cover all requirements that workshops 
claim on up to date tyre service. So the 
user chooses between different 

versions, starting with simple swivel arm to the high 
tech machine with supplementary arm. The TWC series 
stands for steadiness, safety and rapidity. 

Tyre changer 
(swivel arm) 
 

Features 
�  Robust design 

�  Wide rim 
diameter 

capacity 
�  Simple and reliable clamping system 
�  Powerful motor producing low noise 
�  Conforming to international standards 

(CE & UL) 
�  Mount head offering enough protection 

to the rim 
�  Mount head available in metal and 

plastic  
 

Technical data TWC-401 
�  Working pressure: 8 ~ 10bar 
�  max. wheel width: 360mm 
�  max. wheel diameter: 960mm 
�  Rim clamping diameter 

 (outer): 10 ~ 17" 
 (inner): 13 ~ 20" 
�  Power supply: 220V AC; 50Hz 
�  Motor power: 1,1kW 
�  Dimensions: 
 1020mm x 810mm x 1705mm 
�  Net weight: 204kg 
 

Technical data TWC-501 
�  Working pressure: 8 ~ 10bar 
�  max. wheel width: 380mm 
�  max. wheel diameter: 1025mm 
�  Rim clamping diameter 
 (outer): 10 ~ 20" 
 (inner): 13 ~ 23" 
�  Power supply: 220V AC; 50Hz 
�  Motor power: 1,1kW 
�  Dimensions: 

 1015mm x 870mm x 1820mm 
�  Net weight: 228kg 
 

 



������������������������� ���

 22 

�	��	��	��	�
 


 ��
��
��
��
� ���
� ��������	
���  


������������  
�	��  (�  
������������	�
�  
������ ) 
 

���
���	  

�  �� � � ���  ��	�
�  ���
	
���  
��
���	
��  ������  
�  ����
��  �  ���	����  ����������  �  �������������   
�  ������  �  
�����
���  �����
	��  
�  ��	�
�
��	���� , �
������������  
��
�����  �
����  
�   ��
�	
�
��	
  
	����������
  
�	�������
  

��������  �
�����
�
 : UL �  CE 
�  ���
�����  �������  ��  
	
���  �  ����
��� , 

��	��	����	
  ���
�
�����  ����
�  �����  �
  
����	��	���   

 
	���	  
��
����	  �������  ��  
	
���  
 
 

 
 
 
 

 

 

 

 

 

 

�	����	
��	  ������	��
����   
�  !����		  ����	��	  ������� : 8- 10bar 
�  ���� . ������  ����� : 380mm 
�  ���� . ���
	
�  ���	�� : 1025mm 
�  "�������  #����$��  �����  ��  ��	��	
�  ����� : 10 bis 

20" 
�  "�������  #����$��  ��  ���
�	��	
�  ����� : 13 bis 23" 
�  !����		  ������	��	 : 
 220V AC; 50Hz 
�  ������
�  �����
	�� : 1,1kW 
�  !��
	�� : 
 1015mm x 870mm x 1820mm 
�  Nettogewicht: 244kg 

 
 

Fully automatic tyre 
changer 
(tilting column) 
 
 

Features 

�  Wide rim diameter capacity 
�  Simple and reliable pneumatic locking device 
�  Powerful motor 
�  Conforming to international standards (CE&UL) 
�  Low working noise 
�  Tilting column driven by compressed air for simple 

use 
�  Mount head available in metal and plastic  
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

Technical data 

�  Working pressure: 8 ~ 10bar 
�  max. wheel width: 380mm 
�  max. wheel diameter: 1025mm 
�  Rim clamping diameter 
 (outer): 10 ~ 20" 
 (inner): 13 ~ 23" 
�  Power supply: 220V AC; 50Hz 
�  Motor power: 1,1kW 
�  Dimensions: 1015mm x 870mm x 1880mm 
�  Net weight: 244kg 
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 ��
�����
�����
�����
���� ���
� ��������	
���  


������������  
�	��  (�  
������������	�
�  
������  �  
�
���� � ��	 �� � � �  ����� ) 

���
���	  

�  �������  ��	�
�  ���
	
���  

��
���	
��  ������  

�  ����
��  �  ���	����  
��	�
�
� �	����  ����������  �  
�������������  
��
�����  ����  �  
�������   

�  ������  �  
�����
���  
�����
	��  

�  ��	�
�
��	���� , 
�
������������  
��
�����  
�
����   

�   ��
�	
�
��	
  
	����������
  

�	�������
  ��������  
�
�����
�
 : UL �  CE 

�  ���
�����  �������  ��  
	
���  �  
����
��� , ��	��	����	
  
���
�
�����  ����
�  �����  �
  
����	��	���   

�   
	���	  
��
����	  �������  ��  

	
���  

�  !���
���
	�����  ����  ��
���	
  
��������
	��  ���  
��
��	  
�������  ������  

�  "�
��	�
����  ���
	
��  ���
����  
�����������  ���	�   

 
 
 
 
 
 

�	����	
��	  ������	��
����   
�  #����		  ����	��	  ������� : 8- 10bar 
�  ���� . ������  ����� : 380mm 
�  ���� . ���
	
�  ���	�� : 1025mm 
�  $�������  %����&��  �����  ��  ��	��	
�  ����� : 10 bis 

20" 
�  $�������  %����&��  ��  ���
�	��	
�  ����� : 13 bis 23" 
�  #����		  ������	��	 : 
 220V AC; 50Hz 
�  ������
�  �����
	�� : 1,1kW 
�  #��
	�� : 

 1350mm x 950mm x 1880mm 
�  Motorleistung: 1,1kW 
�  ������
�  ����
� : '  18kN 
�  "��
����  
�
	�
  �����	��  �
��� : 1070Nm 
�   �����
�  ����	���  �����	��  �
��� : 

6 bis 8 U/min 

 

Fully automatic tyre 
changer 
(tilting column with auxiliary 
arm) 
 

Features 
�  Wide rim diameter capacity 
�  Simple and reliable pneumatic locking device 
�  Powerful motor 

�  Conforming to international standards (CE & 
UL) 
�  Low working noise 
�  Tilting column driven by 
compressed air for simple use 

�  Mount 
head available in metal and 
plastic  

�  The 
auxiliary arm assists the user in 
mounting and demounting the 
tyre 
�  Equipped with quick 
inflating system and analog 
manometer 
 

Technical data 
�  Working pressure: 
 8 ~ 10bar 
�  max. wheel width: 380mm 
�  max. wheel diameter: 

1025mm 
�  Rim clamping diameter 
 (outer): 10 ~ 20" 
 (inner): 13 ~ 23" 
�  Power supply: 220V; 50Hz 

�  Motor power: 1,1kW 
�  Bead breaker power: '  18kN 

�  Turntable torque: 1070Nm 
�  Turntable speed: 6 ~ 8rpm 
�  Dimensions: 1350mm x 950mm x 1880mm 
�  Net weight: 310kg 
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�	
�	
�	
�	
 �����
��
��
��
�� �������
� � �� � ����	�
���  

�
���  
 
��������  
�  � ��  ��������	  
��  ��
������	�  
�����  
�  ���������  
��  ���	����  ��������  ������   
�  ������  ���
  ��������  ������  
�  �������  ������
�����  �
����   

���
�   ��������  �  ���������  
�  �	�����  �  �
�����  �����������  �  

������  ������  
�   	�����  ��
������!  �  �������!  �  

�����"����!
  �  1g 
�  #��������!�	�  ��������
$��  

����  
�  ������  �	
���  �������  

�����������  �����  
�    ��������  ���
�� . 4 %����� , 2 

������
���� , &�������
$��  ���� , 
������! -�������  
��  ��������� , 
�����  (����������	 ) 
��  ����� , 
�����������	�  ����  (100g) 

 

 

 

 

 

 
 

 
 
�����
�����  �����
����
���  
�  max.  ��  ������ : 65kg 
�  '�������  
���� : 10 bis 22"  
�  (�����  
���� : 1,5 bis 18" 
�   ����  ������������ : 7s 
�  �������!  ��������� : ±1g 
�  �������  ���������� : 220V AC; 50Hz 
�  )������!  ���$���� : 240U/min 
�  #�����!  "��� : *  70dB(A)  
�  ������	 : 1150mm x 1100mm x 1650mm 
�  Netto- ��� : 116kg  
 

Wheel balancer 
 

Features 

�  Three programs for alloy rims 
�  Program to hide the weights 

behind the wheel spokes 
�  Manual input of values 
�  Indication of imbalance in 

cenvertible grams and ounces 
�  Locking wing nut for fast 

mounting and demounting wheel 
�  High reliability and precision up 

to 1g 
�  Incl. 4 cones, 2 adaptor rings, 

quick locking wing nut, 
measurement tool, weight pliers 
and calibration weight (100g) 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 Specifications 

�  max. wheel weight: 65kg 
�  Rim diameter: 10 ~ 22“  
�  Rim width: 1,5 ~ 18“ 
�  Balancing time: 7s 
�  Read out accuracy: ±1g 
�  Power supply: 220V, 50Hz 
�  Speed: 240rpm 
�  Working noise: *  70dB(A)  
�  Dimensions: 1150mm x 1100mm x 1650mm 
�  Net weight: 116kg  
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� �� �����	  2-
  ����
���  
TLTE-32SCA / TLTE-40SCA 

 
2-�  ��������  	
�����
�����
������� , 
������������  ����������  ���  ����
����  

����  (�������  ������������� ). �
�������
������  
����
��������  ���������  ������������ . 
����������������  – 3,5 - 4� . 
 
 

 

 

 

 

 

 

 

 

 

 

 

����������  ������� : 

�   �����  ������  �
�  �������  � /� :  2336��  
(2486�� )* 

�  !�"��  #�����  3270mm (3420�� )* 
�  !�"��  ������ : 3840mm (4810�� )* 
�  $�����
����  ������  ���������  ��  ��
�  : 110 

��   
�  %������  ��� : ��  1880��  
�  &
���  ������� :  2 #� .- 855��  ��  1365��  

und  
 2 #� .- 640��  ��  985��  
 (4 #� .-  800��  ��  1200�� )* 
 
*: &�����  �  (������� ) �
�  TLTE-40SCA 

 

 
 
 
Clearfloor two post hydraulic lift with  
electromagnetic release of locking system, 
3.2t or 4t capacity 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Dimensions: 

�  Passing width: 2336mm (2486mm)* 
�  Overall width: 3270mm (3420mm)* 
�  Overall height: 3840mm (4810mm)* 
�  Lowest height: 110mm 
�  Lifting height: approx. 1880mm 
�  Arm length:  2 x 855mm to 1365mm and  
 2 x 640mm to 985mm 
 (4 x 800mm to 1200mm each)* 
 
*: Values in () for TLTE-40SCA 

 

 

    TLTE-32SCA                                                            TLTE-40SCA 
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� ����  ���  �	
������  ��

�����  
�
���  (��	��� - ��
������ ), 

�����
�
����  ����
�
���  
�  20° CCD ������  
�  6m –�����	
���  ��
��  	�
��  
�  8 - ����	�	�   
�  ������
  �����	�	���
  ��������  

���	������  
 

��������  
�  ���������	�  ���������  
�  �����	�  ���������  
�  �	�	��������	�  ���������  
�  ��	������  ��
  ����	 - �	��
���	�	  ���	��  
�  ����  ������  ���	�	�����   
�  ��	����  �������������  �	�	���  
�   �!���  	�  ��	����	����
  �	��  
�  �����������  �������
�	��  
�  �����������  �	���"���  
�  ���	��������"!���
  ���
�����  �	�	�	�  
�  �����������  ���
�����  ��
  ��"��������  

����	�  
�  ���������	��  ���
	���	��  
�	�  �  �����  


��  
 

�

���������  
 
�  �	
����������  �
�
��� : 

·  #����  - ��"�����  
·  20° CCD- ������  
·  ��	
����� , ������  �������  
·  LCD- �������  
·  $��	�	������������  ��	���  ���������
  
·   ����  �	�	�	�  ���  ��	��	���	���  ������	���  

 
�  ��
��

� : 

·  ����������
  
·  ������
  
·  �	�	���������
  
·  %�����
  ���������
  ��	���
���
  
·  ����	��
�	�  �	��	
���  
·  ���	������	�����  

 

Wheel alignment, wireless 
�  20° CCD cameras 
�  6m wheel base 
�  8 toe sensors 
�  Fast radio data transfer 
 

Features 
�  Standard measurement 
�  Fast measurement 
�  Additional measurement 
�  Lower car function 
�  Customer defined data base 
�  Solid constructions of sensor heads 
�  Water protected 
�  Standard batteries 
�  Standard high quality PC 
�  Self centering clamps 
�  Adaptors for Aluminium rims (optional) 
�  Unbeatable price/performance ratio 
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�  � � � ������	  
�����

� : 

·  XL –�������  ����  	�

��  
·  
���  	�

��  ����
���  
·  ������������
��  ��������
��  

 
���

����
�  ��������
��
�
  
 

��������	�  ��������  �
���

�  
�����  ����	�
��  ����	
��  ���  ±40° 
����	�
��  ��	
��  ���  ±20° 
������  ����	
��  ���  ±8° 
�����  (���	���
��   ���  
����
�  ���  
��������  ������ ) ±20° 

!��������
��   ���  ��������  �����   ±20° 
�����  ����	�
��  ��	
��  ���  ±40° 
����	�
��  ��	
��  ���  ±20° 
������  ��	
��  ���  ±8° 
"���  �����
��  ���������  � ����  ±5° 

���������� : 	��
�������  
  
���  �������  	��������  
����
����
���  ������  	��  ����
�� , ����  	�����
�����  
�������  ���������  ����������   

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
#�����	
��  	��  
��$��
�����  	�����  

 
 

 
 

 

Specifications 
 
�  Sensor heads: 

·  Aluminium casting frame 
·  20 degree toe CCD camera 
·  Camber, caster inclination sensor 
·  LCD display 
·  Smart keys 
·  Replaceable without calibration 
 

�  Programme: 
·  Standard 
·  Fast 
·  Additional 
·  Zoom function 
·  Lifted position adjustment 
·  Self check 
 

�  Target data: 
·  XL car database 
·  Customer database 
·  Adjustment pictures 

 

Technical data 
 

Item Range 
Front total toe-in ±40° 
Front toe-in ±20° 
Front camber ±8° 
Caster ±20° 
Kingpin inclination ±20° 
Rear total toe-in ±40° 
Rear toe-in ±20° 
Rear camber ±8° 
Thrust angle ±5° 

Note: The above accuracy can be confirmed only when the user follows the 
procedures described by the operation manual.  
 
 
 

 
 
 

�����

����
��  ���
� : 
Optional accessories: 

 

Quick clamp  
���%����
��  	��������  	��  ��$��
�����  

	�����  
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������������� ���
 

� � � �����	
��  
�
�����
	���
�  
������

�
  
 
���	������
�  �
��

�  �
� : 

� � � � � �  ���	
�
���  
  �
���	����  �  
���

��
�	��  �����	
�  

�������
�
���
��  
����
�

� : 
������	��  �����  �
����	��  
����
��
�  
�

���	
���  �  �
������  ���
�
�  	�����	��   

������

��  �� �����
���� : 
���
�

��	��  ��  
��
�
������
�		
�  �����  �  �
  
�����	��
�	��  ���	������ , 
���
�		��  

���	�������  
��
��  �
����� , ������  
�  
����������  
��� , ������  
�  ����	������	��  �  
������  
�  �

�����	��  ��


���  

!������  ������ : 
�
�� 
�  
��
�  �
�����  �  �
	!�������� , ��
��  
��

���

������  ������	��  ����

�	��  
�
�
����������  

"�����
�

��  ������  ���
 ������� :  
���
��
��
�����  
  "�	��� , 
  
�	
�  ��  �����  
�
�� ��  #�����  �
  ��
��

���
�  �
�$��	��

  
  
%��� . &���
�	
  ��
���  �  �
	
�����  
�
�
  30.000 
�
�$��	��

 . 
 
 

#�
��

�  
�  '������	��  ���
�
��
�
�	
���  
�  '
�  �
��  (���	���  
�  ���
�

��	  �
  �����	��
�	��  ���	������ , z.B.  

CE-Norm 
�  )������  ��


���  �  ������  
�  2 �����
��������  ����	���  
�  *���  �������  �
���
� , �  ����+  ���
���	
���  

����
	���   
�  ,��	��  ���  
���	��  ��	��
	������  

�
������

�  ��
��  
�  ,�����  ��

�	�   ���  
�  -��	��  ����	�����  ���  ������	��  �
�
�
�����  

(�
�
�	�����	
 ) 

 
 

 

Two post hydraulic lifts 
 
Smart design:  

Technology advanced 
product with outstanding 
design 

Professional finish: 
Shot blasting before final 
surface treatment and 
powder paint finfish 

Enhanced safety: 
Built of top grade steel 
and designed in 
conformity with the 
international safety 
standards, equipped with 
safety protection in full 
traveling span, overload 
protection and pipe burst protection 

Full range: 
Wide range of models and different configurations 
to meet all demands 

Incomparable capacity: 
Annual production of 30,000 units in the largest lift 
plant in Asia, with a complete distribution network 
reaching every corner of the world 

 
Features 
�  Long lifetime 
�  Two years 

warranty 
�  International 

standard design 
in conformity with CE standard 

�  Concealed electric cable and oil pipes for safety 
and appearance 

�  Double hydraulic cylinders to ensure stable moving 
�  Chain protection 
�  Electromechanical limit switch 

�  Steel ropes to ensure 
synchronism 

�  Low working noise 
�  Lifting extensions to adapt more 

vehicle models (optional) 
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�� � �����	  2-
  ����
���  
TLT-235SBA 

 
2-�  ��������  	
�����
�����
������� , 
������������  ����������  �  ����
 ����  �����  

�
�  ���������  ��  ���  �  �
����������  �������  
����
���  (������  ������������� ).  
�������
������  
���!
��������  ���������  !����������� . 
"���������������  – 3,5� . #����!
�����  ��$����� : 
380/220%, 2,2�%�   
 
 

 

 

 

 

 

 

 

 

 

 

����������  ������� : 

�  &�����  ������� : 2486��  
�  �!$��  '����� : 3370��  
�  �!$��  ������ : 2860��  
�  %�����  ������
������
�  !������  ���  ������ : ~ 

50��  
�  (�����
����  ������  ���������  ��  ��
� : 110��  
�  )�!����  ��� : ��  ~ 1880��  
�  *
���  ������� : 800��  ��  1110��  

 
 
 
 
 
Two post hydraulic lift with floorplate and 
electromagnetic release of locking system, 
3.5t or 4t capacity 
 
 

 

 

 

 

 

 

 

 

 

 
 

 

Dimensions: 

�  Passing width: 2486mm 
�  Overall width: 3370mm 
�  Overall height: 2860mm 
�  Height of floorplate: approx. 50mm 
�  Lowest height: 110mm 
�  Lifting height: approx. 1880mm 
�  Arm length: 800mm to 1110mm each 
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�� � �����	  2-
  ����
���  
TLT-235SBA(E*) 

 
2-�  ��������  	
�����
�����
������� , 
������������  ����������  �  ����
 ����  

�����  �
�  ���������  ��  ���  �  �
����������  
�������  ����
���  (������  ������������� ). 
 
�������
������  ���!
��������  ���������  
!����������� . "���������������  – 3,5� . 
#����!
�����  ��$����� : 380/220%, 2,2�%�   
(* - �����������  �������� ) 
 
 

 

 

 

 

 

 

 

 

 

 

 

����������  ������� : 

�  &�����  ������  �
�  �������  � /� : 2486 ��   
�  �!$��  '����� : 3400��  
�  �!$��  ������ : 2900��  
�  #�����
�������  !�����  ���  ������   50��  
�  (�����
����  ������  ���������  ��  ��
�  : 110 

��   
�  )�!����  ���  - ���!
 . ��  1880��  
�  *
���  ������� : ��������� - 800��  ��  1200��  

 
 
 
 
 
Two post hydraulic lift with floorplate, big 
base frame and electromagnetic release of 
locking system, 3.5t capacity 
 
 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

Dimensions: 

�  Passing width: 2486mm 
�  Overall width: 3400mm 
�  Overall height: 2900mm 
�  Height of floorplate: approx. 50mm 
�  Lowest height: 110mm 
�  Lifting height: approx. 1880mm 
�  Arm length: 4 x 800mm to 1200mm each 
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� �� �����	  2-
  ����
���  
TLT-240SCA 

 
2-�  ��������  	
�����
�����
������� , 
������������  ����������  ���  ����
����  

����  (�������  ������������� ). �
�������
������  
����
��������  ���������  ������������ . 
����������������  – 3,5 - 4� .  � ����
�����  
�� ! � � ��� : 380/220" , 2,2� " �   
 
 
 

����������  ������� : 

�  # � ����  ������  �
�  
�������  � /� : 2486 ��   

�  $ � ! � �  %� ���� : 3420��  
�  $ � ! � �  ������ : 3840��  
�  & � � � ��
����  ������  

���������  ��  ��
�  : 110 
��   

�  '������  ��� - ����
 . ��  
1880��  

�  (
���  ������� : 
�����)��� - 800��  ��  
1200��  

�   
 

 

 

 

 

 

 

Clearfloor two post hydraulic lift with electromagnetic 
release of locking system, 3.5t or 4t capacity 
 

 

 

 

 

 
 

 

 

Dimensions: 

�  Passing width: 
2486mm 

�  Overall width: 
3420mm 

�  Overall height: 
3840mm 

�  Lowest height: 110mm 
�  Lifting height: approx. 

1880mm 
�  Arm length: 800mm to 

1110mm each 
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� �� �����	  2-
  ����
���  
TLTE-32SBA / TLTE-40SBA 

 
2-�  ��������  	
�����
�����
������� , 
������������  ����������  �  ����
 ����  �����  

�
�  ���������  ��  ���  �  �
����������  �������  
����
���  (������  ������������� ).  
�������
������  
���!
��������  ���������  !����������� . 
"���������������  – 3,2�  �
�  4� . #����!
�����  
��$����� : 380/220%, 2,2�%�   
 
 
 

 

 

 

 

 

 

 

 

 

 

 

����������  ������� : 

�  &�����  ������� : 2336��  
�  �!$��  '����� : 3270��  
�  �!$��  ������ : 2780��  
�  %�����  ������
������
�  !������  ���  ������ : ~ 

50��  
�  (�����
����  ������  ���������  ��  ��
� : 110��  
�  )�!����  ���� : ��  ~ 1880��  
�  *
���  ������� : 2 '� . -  ������  ��   855��  ��  

1365��  und  
 2 '�  - 640��  ��  985��  
 (4 '� - 800��  ��  1200�� )* 
 
*: *�����  �  (���!��� )  �
�  TLTE-40SBA 
 
 
 
 

 
 
 
 
Two post hydraulic lift with floorplate and 
electromagnetic release of locking system, 
3.2t or 4t capacity 
 
 

 

 

 

 

 

 

 

 

 
 

 
 

Dimensions: 

�  Passing width: 2336mm 
�  Overall width: 3270mm 
�  Overall height: 2780mm 
�  Height of floorplate: approx. 50mm 
�  Lowest height: 110mm 
�  Lifting height: approx. 1880mm 
�  Arm length:  2 x 855mm to 1365mm each and  
 2 x 640mm to 985mm each 
 (4 x 800mm to 1200mm each)* 
 
*: Values in () for TLTE-40SBA 

 
 

 

    TLTE-32SCA                                                           TLTE-40SBA 
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� �� �����	  2-
  ����
���  
TLTE-32SCA / TLTE-40SCA 

 
2-�  ��������  	
�����
�����
������� , 
������������  ����������  ���  ����
����  

����  (�������  ������������� ). �
�������
������  
����
��������  ���������  ������������ . 
����������������  – 3,5 - 4� . 
 
 

 

 

 

 

 

 

 

 

 

 

 

����������  ������� : 

�   �����  ������  �
�  �������  � /� :  2336��  
(2486�� )* 

�  !�"��  #�����  3270mm (3420�� )* 
�  !�"��  ������ : 3840mm (4810�� )* 
�  $�����
����  ������  ���������  ��  ��
�  : 110 

��   
�  %������  ��� : ��  1880��  
�  &
���  ������� :  2 #� .- 855��  ��  1365��  

und  
 2 #� .- 640��  ��  985��  
 (4 #� .-  800��  ��  1200�� )* 
 
*: &�����  �  (������� ) �
�  TLTE-40SCA 

 

 
 
 
Clearfloor two post hydraulic lift with  
electromagnetic release of locking system, 
3.2t or 4t capacity 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Dimensions: 

�  Passing width: 2336mm (2486mm)* 
�  Overall width: 3270mm (3420mm)* 
�  Overall height: 3840mm (4810mm)* 
�  Lowest height: 110mm 
�  Lifting height: approx. 1880mm 
�  Arm length:  2 x 855mm to 1365mm and  
 2 x 640mm to 985mm 
 (4 x 800mm to 1200mm each)* 
 
*: Values in () for TLTE-40SCA 

 

 

    TLTE-32SCA                                                            TLTE-40SCA 
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������������	 			

 �

�

�

�� ���
 

4-�  �������	  

��
���������	  

���������   
 
� �� � � � � � � � ���  ��	
���
�
���  �
���������  �  
����
�
���  ��  ������������� , ���������������  �  
������ , �  �
���  ��  �����  �������  ���
��  ��  
�
�����
����  ��
��������  �  ���� . �	���
��  
���
��  �  ������
�  �����  30.000 ��
�������� . 
 ��
����  �
�����
����  ��  ���
�������  
����������  ����
��  ��������� .  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
��������  
�  !�����
�"���  
����������������  
�  2-��
�  ��
�����  
�  #�$���  ��  ���
�	
����  ������  �
�  ��
���� , 

��$�����  �����
����  �  
���"��  ����%�� , 
��$���  ��  ��
��
����  ���� , ��$���  ��  
���
�	
����  �����
��
���
��   

�  &��������  
���������  �����  �  �
�

����  
(1445��  ���  1595�� ) 

 
 
�����������  ��
����
�  
�  '
�����
�������� : 4,0t 
�  (��
�	����  ������� : 380V 
�  )���
�����  ��
��� : 3000��  
�  *�$��  ��
��� : 3440��  
�  *�$��  
����  (���  ����
���  ������ ): 4555��  
�  *�$��  ������ : 2172��  
�  +���"��  ���� : 1900��  
�  ,����������  ������  ��
������  ��  ���� :: 170��  

 
 

 
Four post hydraulic lift  
 
 
 
Designed in conformity with international 
requirements and safety standards LAUNCH 
Shanghai produces the four post lifts in Asia´s largest 
lift plant. Annual up to 30,000 lifts leave the factory. 
The finishing is carried out according to up to date 
methods (powder paint). 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Features 

�  Long lifetime  
�  Two years warranty 
�  Safety lock in full traveling span and pipe burst 

protection 
�  Distance between rails adjustable (midway – 

midway 1445mm or 1595mm) 
 
 
Specifications 
�  Capacity: 4.0t 
�  Power supply: 380V 
�  Passing width: 3000mm 
�  Overall width: 3440mm 
�  Overall length (without ramps): 4555mm 
�  Overall height: 2172mm 
�  Lifting height: 1900mm 
�  Lowest lifting height: 170mm 
 

 



������������������������� ���
������  �   (� �� ���� ) ��	  TLT-455 
Values in () for TLT-455 
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������������	 			

 ���
����

���
����

���
����

���
����	 			
���
���
���
���� ���
 

4-�  �������	  

��
���������	  ���������  (�� �  
� � � � 
��� �  
�����
�� ) 
 
� ������������  ��	
���
�
���  �
���������  �  
����
�
���  ��  ������������� , ���������������  �  
������ , �  �
���  ��  �����  �������  ���
��  ��  
�
�����
����  ��
��������  �  ���� . �	���
��  ���
��  �  
������
�  �����  30.000 ��
�������� .  ��
����  
�
�����
����  ��  ���
�������  ����������  ����
��  
��������� . ! 
������  ��
��
��  
��  ����
����  
������
��  ������ , 
����� -���	
����  
  
 

 

 

 

 

 

 

 

 
 

��������  
�  " �����
� #���  
�� ��������������  
�  2-��
�  ��
�����  
�  $�%���  ��  ���
�	
����  ������  �
�  ��
���� , 

�� %�����  �����
����  �  
��� #��  ���� &�� , 
�� %���  ��  ��
��
����  ���� , �� %���  ��  
���
�	
����  �����
��
���
��   

�  ! ��������  
���������  �����  �  �
�

����  
(1445��  ���  1595�� ) 

�  " �������������  ��
������ , �
� %��������  

����  �  ���
��	���  ������
��  
��  
�
���
����  ����
����  ������
��  �  
����� -
���	
����  ���
��  �  ��������  

 
�����������  ��
����
�  
�  '
�����
�������� : 4,0t (5,5t)* 
�  '
�����
��������  
��������������  ��
������� : 2.0t 
�  (��
�	���� : 380V 
�  )���
�����  ��
��� : 3045mm (3050mm)* 
�  *� %��  ������ : 3440mm (3455mm)* 
�  *� %��  
���� : 5225mm (6692mm)* 
�  *� %��  
����  (���  ����
���  ������ ): 4450mm 

(5600mm)* 
�  +��� #��  � �
 : 1900mm 
�  )�����  ����
� : 170mm (245mm)* 
 
*: "� ����  �  (������� ) 
��  TLT-455W 

 
Four post hydraulic lift 
with wheel alignment 
 

 
Designed in conformity with international 
requirements and safety standards LAUNCH 
Shanghai produces the four post lifts in Asia´s largest 
lift plant. Annual up to 30,000 lifts leave the factory. 
The finishing is carried out according to up to date 
methods (powder paint). 
 
 
 

 

 

 

 

 

 

 

 

 

 

Features 

�  Long lifetime 
�  Two years warranty 
�  Safety lock in full traveling span and pipe burst 

protection 
�  Distance between rails adjustable (midway – 

midway 1445mm or 1595mm) 
�  Equipped with scissor lifting jack, sideslip plates 

and turntables for wheel alignment 
 
Specifications 

�  Capacity: 4.0t (5,5t)* 
�  Power supply: 380V 
�  Passing width: 3045mm (3050mm)* 
�  Overall width: 3440mm (3455mm)* 
�  Overall length: 5225mm (6692mm)* 
�  Length of runways: 4450mm (5600mm)* 
�  Lifting height: 1900mm 
�  Lowest lifting height: 170mm (245mm)* 
 
*: Values in () for TLT-455W 
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� � �� ��  �  (��	
��� ) �
�  TLT-455W 
Values in () for TLT-455W 
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������������	 			 
��
��
��
��� �� �
 

 
� ���
� �� ���� - �������	�  


���
����  
 
�
�����
  

�  � � � � � � � �� 	  � � � 
 � ���
�	  
�  �
�������  ��  ��������
��  (���  ����������
��  

������  ���������� ) 
�  ����������
��	  
�
����  ����������  ������	��  

��������  �����  �������� .  
�  ��������
��	  
�
����  ������
��
�� , 

���
��������  �������  ������  �  ���
���  
���������� . 

�  !����������  ��
���  ��"�"���  ���������  ��  
���������� . 

�  #���������
��  
������$"��
	  ���%������  
���
������$�  ���������$  �  �������$  
������
��
����
��  

�
�
�
�
�
�
�
�
�
�
�
�
�

 

 

�
����
���
  
����
��	  

�  ���
 . �������������
�� :: 3,2t 
�  ���
 . ������  ��� : 2000mm 
�  &�������� : 2,2kW 
�  '���	����� : 380V 50Hz 
�  ����������
���  �������� : 28MPa 
�  (���������
���  �������� : 5kg/cm2 
�  )������  ��������� : 1430��  x 2060��  x 610��  
�  !�"�  ��
 : 820kg 

 

 
 

 

Twin scissors lift 
 
 

 
Features 

�  Compact layout, original shape and long lifespan 
�  Over-ground installation 
�  Hydraulic system keeps both platforms at level 

position 
�  Mechanical protection device throughout the travel 

distance provides safety and simple operation 
�  Height limit system keeps the lift from being 

damaged 
�  Maintenance free bearing with auto lubrication 

offers a long lifespan 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Specification 

�  Capacity: 3.2t 
�  Lifting height: 2000mm 
�  Motor: 2,2kW 
�  Voltage: 380V 50Hz 
�  Hydraulic pressure: 28MPa 
�  Pneumatic pressure: 5kg/cm2 
�  Platform size: 1430mm x 2060mm x 610mm 
�  Overall weight: 820kg 
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�����������  

�  � � � � � � � �� 	  
� � � 
 � ���
�	  

�  � � � �� �� �� � 
 � � 	  
�
 � �� �  �� � � � � � ���  ���� �� 	� �  
� � ���� � �  � �� � �  � � � � � � �� .  

�  ��� � � �� � 
 � � 	  
�
 � �� �  ��� � � � 
 � � 
 � � , 
� �� 
 � �� � � � � �  �� ��� � ��  � � ����  �  � ��
�� �  
� � �� ��� � � � . 

�  �� ���� � � � � �  �� 
 � � �  � �  �  � � �  � � �!�� � � �  � �  
� � � � ���� � � � . 

�  "� � � � � � �� � 
 � �  
 � � ��� � # � � 
	  � � �$ � � � � � �  
� �� 
 � �� � � � # �  �� � � ��! � � #  �  �� ��� � � #  
�� � � � � 
 � � 
 � � � � 
 � !  

�  �� � � �� ��  
� � � � � �  �  
� � � � � �  � 
 � � � � � � � ��! � � � �  
� � ���� � � � �  � �� � � � # �  � �� � � �� � 
 � � �  
�
 � �� � �  
�� � � � �� � � � , � � � � ��	  �� ��� � � �� � 
 � �  
�� ��� � � � �� ��� � � � 
	 . %� �  � �� 
 � �� � � � � �  
� ��
����  ���� ��� � � 	  �  � � �� � � � � 
 � !  � � � � � � �  
� ��� � � � � 	  �� � � � � ���   (�� �� � � - 
� � ��� � � 	 ) 

�  &
 � �� � �� ��  �  � � ��� � � �� � 
 � � �  �� � � � �� # � � 
	  
� � ���� � � �  � � � � � � �� � . 

�  ��� � � �� � 
 � � �  � ��  � ����  �� � �� � �  �� 	  
�� � � � � � � 	  �� �� � � -
� � ��� � � 	  �  �� � � � � ��� . 

�  ' 
 �� � � � � �  ��  � � �� � � � � 
 � �  (� � �  � � � �� � � � � � 
 � �  
��� � � !  � �� � ��� � � � ) 

�   
Technische Daten 

�  � �� � � � � �!�� � � 
 � ! : 3,5t 
�  ( � � � �� �  � � � : 1900mm 
�  ( � � � �� �  � � �  � � � � � � � � ��! � � � �  � � �!�� � � � � : 

450mm 
�  ) � � � � � ��! : 3kW 
�  * � � �	 �� � � � : 380V 50Hz 
�  � � � �� �� �� � 
 � � �  � � ��� � � � : 28MPa 
�  + � ��� � � �� � 
 � � �  � � ��� � � � : 5kg/cm2 
�  ( � ��� �  � � � � � � �� � : 4500mm x 630mm 
�  �� � �  �� 
 : 1800kg 
 

 
 

Scissors lift 
 
 

 

 

 

 

 

 

 

 

 

 

Features 

�  Hydraulic synchronization system keeps the two 
platforms leveled all the time 

�  Height limit prevents the lift and vehicles from 
getting damaged 

�  Compact layout and long life span 
�  Main cylinder and the cylinder of the secondary 

scissor are equipped with safety device that can be 
unlocked pneumatically. This guaranties exact 
wheel alignment measuring and a high degree of 
safety at the working area 

�  Integrated sideslip plates 
�  Equipped with mechanical turntables 
�  Maintenance free bearings with automatic 

lubrication ensure a long lifespan 
�  Surface mounted installation 
 

Specifications 

�  Capacity: 3.5t 
�  Lifting height: 1900mm 
�  Lifting height of secondary lift: 450mm 
�  Motor: 3kW 
�  Voltage: 380V 50Hz 
�  Hydraulic pressure: 28MPa 
�  Pneumatic pressure: 5kg/cm2 
�  Platform size: 4500mm x 630mm 
�  Overall weight: 1800kg 
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�� ���
� � � � ������	
��
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�������
�  ���  

������	���	�  

���	�	������   

�������� : 

����������	   
�����
���
������	  ��
������  
��	  �����������	  ��������������  �  
��������
���  ������� , �  
����������  

���
����  �  �����  ������ . Semi 
(
��������������� )- ��
���
 . 

�	
���
�
�����  ������� : 

·  ��
���
������	  �������  
(����������  �����������  
�����
��  
�������  ��	  
�������������  
��������	 , 

� 
���  
�
���	�
  ��
���
������   
���������  ����� ) 

·  ��������  �
�����  �����  
·  !�������������  ������  
·  !��������� ���  �������
��  

��
���	����  ������������  
�����
��  �  ��
���
������	  
��
������  
�  ���������  

��������  

·  "������	  �����������	  
��  

���#�����  �������� , ������  

����� , ������  
��
��  

·  ��
���
�������  
�������  �������   
·  ����
�������  �  ����������  

������  
��  �����������
�  

�������  �  ������  ����
��� .  

��
���  ������� : 

·  $���������  �����  
·  %�
���  ����������������  �����  

 

 

����������  ���
����  ������������  
������
�   	  ����������  ��  	�
�������  
����
���� . 

!��  
�����  ���
���
��  ������
�
��  �  �����  
�������   
�����������  �����������	  , 
�����  ���
��������
�  �������  
�����������  ������
� , ��������	  
��������	 , �����
�  ��  �������� .  

���������  �����  	������  ������
�  

&��������  
��������  �������
�	  
����
�������  ��������  
&���������  
����������  ����
�����	  �����  
��
����
  
'�����
�� : ����  -  1-�  
(����
�	 : 2 ����  
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� � ���������  �	
	���
������  
 
� � �  � ����	�
��
�  �������� : R 134 a
   
��������  ��������
�  ������ : 92
 ����� /���  
������  	�������  ��������
�  ������ : 0,1 bar 
����  ������� : SAE J 2099 30   
��������� :   ���� - 1   
��������  	������� : ���  ������  ���������  
��������  ����������� : +/-10 g 
���� ��  ��!��" : �����������    
#�!����  ����������� : 11-49 °C 
���������� :   3/8 HP   
$����  ����
� : 3 m 
%"	���  ��&���� �� : $�����'
   
������� : �����   
  
%"	���  ��������� : �����  �������
   
���!��	����  ������� : 220-240/50 V/Hz 
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����� ���� 	

����	

����	
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���� ���� �
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�� ����
 

 
 

� �� �����	  
��  �
��	�����	�  
��������  & ��������������  
�	���	  
 

� �� �����	  CNC-601/602/801 

��
���������  
��  ����	�����	�  

	  ��������������  ��	���	  ����  �	
��  
��������  - �����������	����  	  
�����	����	� , ��	���	  ��
�	����  �	����  
�������	�� , �  �����  �
������  ���
����  	  
�����  ������	�  
�	  
����	  ���������  ���  
����	�  �������� .  
 
��	���	
  
�  ����������	�  	�  ������������������  

�����	����  
�  ���
��������  
��  ������  �  � ���	  

���������	  – ���  �  �����	� , ���  	  �  
�������  
�
��
��  ��
�	�� , �  ���  �	���  
	  �  �����!	�	  �	
��	  (GDI, HPI, FSI);  

�  "���������  �	������
� ���  	  
#	������  
	�
���  �  �������	������  
���	��  

�  $�����  ��������������  �	����  100W 
 
�����		  
�  �
��	�����	
 : �	����#	�  ����	����  ���	���  

������ , �  #���  
������	  
�������	 , 
��
������  
�
��������	 , ��������  ���
����	�  �
���  	�	  ����	�  
��������  

�  �������� : %������	������  �
����	�   �������� �	�  
���
���  �  ��������   

�  �������	���	
 : ������  �
����	�  ����  �	
��  
��������	�  ��  
���������	  �	�����   

�  �	����  ������������ : 
��������  
�
����������  �	����  ����  ����	������  
��������  

�  ���������  �	���� : ���
���������  �	����  
����  �	
��  ���������	�  �  ������  ������	�  

 
�
��	�
��	
  ������
�	��	�	  
�  &�
�����	�  
	���	� : 220V 50Hz 
�  ������������  �������� : 450W 
�  ������������  ��������  ������������  

�	���	 : 100W 
�  '
����  ��������	  
�����	� : ��  0 
�  0,65MPa 
�  (�������  ��������	  
�����	� : 0,004MPa 
�  )	�
����  �	���  �������� : 10 
�  9999 U/min 
�  (�������  ��������	  �	���  �������� : 10 U/min 
�  � �������  ��	
�  ����

	��  ���	���� : 1 
�  9999 
�  �
���

��	�
  ����

	�  ��
������  ���	���� : 1 
�  9999s 
�  *�+��  ���� : 2500ml 
�  ,������ : 550mm x 530mm x 1400mm 
�  Gewicht: ca. 80 bis 85kg 

 

 
 

Injector cleaner & tester 
CNC-601A / -602A / -801A injector cleaner and tester 

makes full use of both ultrasonic 
cleaning and micro-computer 
controlling technology.  
 
Features 
�  Manufactured with high quality materials 
�  Cleaning and testing on both TBI and MPI 

injectors 
�  Microcomputer control and digital display 

technology used in the automatic process 
�  Powerful ultrasonic cleaning reaching 

100W 
 
Functions 
�  Testing:  Capable of simulating various 

working conditions to test the leakage, 
injection and spray ability of single or 
multiple injectors 

�  Forward flush cleaning:  Automatic 
removal of carbon deposits in the injector 

�  Back flush cleaning:  Completely 
removing all the dirt on the surface of filter 

screen 
�  Ultrasonic cleaning:  Capable of performing ultrasonic 

cleaning on several injectors simultaneously 
�  On vehicle cleaning:  Hassle free cleaning to remove all 

the dirt in the combustion chamber 
 
Specifications 
�  Power supply: 220V 50Hz 
�  Input power: 450W 

�  Ultrasonic cleaning power: 100W 
�  Range of pressure adjustment:0 ~ 0.65MPa 
�  Length of pressure adjustment: 0.004MPa 
�  Range of simulating test: 10 ~ 9999rpm 
�  Step length of simulating test: 10rpm 
�  Counting range: 1 ~ 9999 times 
�  Timing range: 1 ~ 9999s 
�  Volume: 2500ml 
�  Weight: 80 ~ 85kg 
 

 

CNC-601A 

CNC-602A 
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�� �� � �  
�� ����  ��	
����
  �	���
�	��  �
������  

�����������  �	��
�  �  
������	���  ������������  
��	
�
����
����  �������
 : 
CNC-601 - 	��	����
���  ��  6-	�  �������
  
������������ , ��	
���

  ����	����
�
  �  �������  
�����������  �	��
� ; 
CNC-602 - 	��	����
���  ��  6-	�  �������
  
������������ , �
�	������  �
��
�	  ���  �	��
� ; 
CNC-801 - 	��	����
���  ��  8-��  �������
  
������������ , �  	��  �����  �������������  
	��	����
���  �������
  ����  4-�  �����������  

�	�������� , ��	
���

  ����	����
�
  �  �������  
�����������  �	��
� ; 

 

 
Models 
CNC-601A: With cabinet, for 6 injectors 
CNC-602A: For table use, for 6 injectors 
CNC-801A: With cabinet, for 8 injectors 
CNC-802A: For table use, for 8 injectors 
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� ��������  	
�  ���

�������  
����  

� ����  ����	��  
����
�
	��  �	

� , ���  	
  
�	����  ����
�
		��  
����������  

	
������	�  ���	�����  �
�
	���  ���
���
����  
��������  	
  	����  �
�  ��
��
��	���  
��������
	�� . ���  ��������
	��  � �� , 
���
	���
  CAT- 401 �������
�  ��
����  
��
����
���  100% «���
����� », ��	���
�
		�  
�
���	��  �������  	����  ��������� . 

 
��������  

�  LCD- �����
�  �  ����	
�  ��	��������  
����!
�!
�  ���
��
	�
  ��������  

�  �����
���
���
  �
���	
	�
  � ��  
�
����  

�  �����
���
���
  ���
�
�
	�
  
�����	����  

�  �����
���
���
  �
�
����
	�
  
���
���
	�� - �
��
���  

�  �����
���
���  ���������
�
�  
"�	����  ������  � ��   

�  �����
���
��
�  �
�
	
  	�����  �  
��
����  �
��
  

�   �	�����  �
��
	��  ��������  �  
�����	���  �
��
	��   

�  #�
�
�
	�	
�  $�
����	��
  ���
���
�  
����	��
	�
  	�����  �  
���������
		���  �
��
  

�  %
�	����
�	�
  ��
��
��	�
  
�
�
���	���  ��
��
���
���  
������	����  ����
	
	��   ���
	����  
	
  
����
����� , 
�
���
	����  �  

��
�����  
����������    

�  &""
����	�
  �����
	���
	�
  ����
  
	
���	��  ���	��  �
�
	�  �
��
  

�  '����
	�
  �
����  
����
���
����  �������  �
�
�
�  

�  �����
	�
  �
����������	����   

�����������  ��������������  

�  (
����
	�
  ���
	�� : 12V DC 
�  )
���� . ����
���
�
�  ��!	���� : 150W 
�  *
��
	�
 : 0 ��  150psi 
�  +�
	�  �
�
��� : 3m 
�  +�
	�  ���
��� : 1m 
�  ,���	��  ��
	� : 1m 
�  �������

�  ����  "�����
 : 5µm 
�  -
�  ���  �������� : 2 x 25l 
�  *�����  �
�
	�  �������� : ±100ml 
�  '���
	�  ���
 : <70db 
�  .
� : 77kg 

 
 
 
 

Auto transmission fluid 
changer 
 
 
Features 

�  LCD display and compact design making easy 
operation 

�  Automatic filling of automatic transmission fluid 
�  Automatic identification of the power polarity 

�  Automatic and intelligent switching 
of the fluid flow in and out 

�  Automatic circulated cleaning 
function of automatic transmission 

�  Automatic exchange of new and 
used fluid 

�  Visual display the fluid pressure of 
A/F radiator and the fluid outlet 
pressure of the unit 

�  Intelligent electronic control the full 
automatic equality exchange of new 
and used fluid 

�  Various special adaptors are 
applicable to vehicle types made in 
Europe, America and Asia 

�  Effectively resolve the incomplete 
fluid exchange of manual operation 

�  It improves the working 
performance of auto transmission. It 
prolongs the work life of 
transmission 

 
 
 
 

Specifications 

�  Power supply: 12V DC 
�  Max. power: 150W 
�  Pressure gauge: 0~150psi 
�  Fluid outlet hose: 3m 
�  Fluid return hose: 1m 
�  Fluid draining hose: 1m 
�  Filter precision: 5µm 
�  Fluid tank: 2 x 25l 
�  Equivalent exchange error: ±100ml 
�  Working noise: <70dB 
�  Weight: 77kg 
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� �����������  
�	
����  (
���������� ) 
 
TBM-131 � � � � � � � � � � �  	  
� � � � 
  � � � � ����  
���������� . ���
������   	�����������  
����������  	�����  ���������  ������
  ��	������  
��	����  ��
�����
��  ���������� , �����������  
��������
�  	
��
  �  ���	��������  
���������	�����  ����� .. 
 

�
������  

���
����	��  ��	������  �����������  ���������  
���
�����  ��  
������
�
  
���
 . 
������  ���
����
  ���  
���������  �����  
����������� : 
��
���
���������  
	�	��� , ��  �������  
�	����  �  �� . 
 �
�������  �	��������  
���������  
����	������������ , 
	������	��
��  
����������
  	������  �  

��������  
����
�	���	��� . 
!�������  ��������  ���  
	
���  ���������  ��	���  
����	��������  
	���	��� : ����� , ����� , 
����� , ����� ... 
 
 

�����������  

��������������  

 �����	���  ��
� : TBM-131: 3  
  
       
"����  ���������  ��
� : TBM-131: 530mm  
  
#��������� : 220V 
$�%��	�� : 
800/1600/2400W  
            
���
�  	
��� :15 – 30min 
���%���  	
���  (H x B):   
  
TBM-131: 1400mm x 600mm   TBM-121: 100*65cm 
&�%��  ��	 : TBM-131: 47kg 

Infrared paint dryer 
 
TBM-111/121/131 are designed in 
consideration of advanced technology. With 
transparent frosted quartz glass as the heat source 
the device features powerful penetrability for polished 
paint surfaces, good adhesion and quick drying. 
 
 
 
Features 

The tubes can be moved in direction of the post, so 
that the light can be flexible adjusted. The TBM units 
can be used to dry automobile resin lute, two 

component paint and emulsion 
paint. 
The compact design and 
therewith connected various 
possibilities of transportation 
match the requirements of 
medium and small workshops. It 
is ideal to dry paintings at the 
front, rear, roof and sides of the 
vehicle.  
 
 
 
Specifications  

Number of tubes: TBM-111: 1 
 TBM-121: 2 
 TBM-131: 3 
Length of tubes:  
 TBM-131: 
530mm 
Voltage: 220V 
Output power: TBM-131: 800W / 
1600W / 
 2400W 
Duration: 15 – 30min 

TBM-131: 1400mm x 600mm 
 
Overall weight:  
 TBM-131: 47kg 
 

� 	 
�	
�	
�	
� ����
��
��
��
�  
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��	��	
��
��	�� �� �� ���
LAUNCH � � � �������  ��	
����	
���
��  �  

��	�	���  �
������
��  ���  ���	���������� . ��	�  
���  ��	������  	���������  ������
��  
��	�� : 
	������� , 
����
��  ����� , �����  �	  ���

���  
�	�	�����  �  �������	� ,  ������
��  ��	��	�����  
�  ����	� , �����  �	�	�	�	  �����  ��������
��  
�������  ���  �
������
�� . ���	�	�������  ��  ����� : 
Cr-V, Cr-Mo, S-2 �  ����	�  ���	�	��������

	�  
�����	��

	�  ����� .  		����������  ���	�����
��  
�
������
��  �	����
	  DIN �  ANSI ���
����� ..  
 

����������������� ���
� � � � �  � � �	�
���	�
 : 50-
�������
����  
 
����������  (��	���  

	�	 ): 
�  6 Stk. Ringmaul-

schlüssel (8, 10, 12, 
14, 17 und 19mm) 

�  9 Stk. Innensechskant-
schlüssel mit Kugelkopf 
(1,5, 2, 2,5, 3, 4, 5, 6, 8 
und 10mm) 

�  1 Stk ½“ Winkelgriff 
�  1 Stk. Umschaltknarre 

mit Schnellauswurf 
(1/2“x48Tx250mm) 

�  11 Stk. ½“ Zwölfkant-
nuss (8, 9, 10, 12, 14, 
17, 19, 21, 22, 24 und 
27mm) 

�  8 Stk. Innensechskant-
nuss (5x180mm, 
6x70mm, 6x140mm, 
6x200mm, 7x100mm, 
8x170mm, 10x140mm 
und 17x55mm) 

�  3 Stk. ½“ Vielzahn Bit 
(M8x100mm, 
M10x120mm und M12x140mm) 

�  1 Stk. ½“ Kreuzgelenk 
�  1 Stk. ½“ Gleitgriff 
�  2 Stk. ½“ Verlängerungen (125 und 250mm) 
�  1 Stk. Kreuzschlitzschraubendreher 

(PH#2x6x150mm) 
�  1 Stk. Schlitzschraubendreher (1,2x6,5x150mm) 
�  2 Stk. ½“ Zündkerzennuss (16 und 21mm) 
�  1 Stk. Ölfilterschlüssel 3 Klauen (63 bis 102mm) 
�  1 Stk. VW Nutnuss (5x15,5x22mm) 
�  1 Stk. Stoßdämpfer Montageschlüssel 
 

 

 

������������������������������� ���������� ���
LAUNCH offers professional hand tools at 
competitive prices. The products include tool sets, 
sockets, wrenches, screwdrivers, pliers, snips and 
accessories. Made of Cr-V, Cr-Mo, S-2 and other 
quality alloy, the complete assortment of tools meets 
both DIN and ANSI standards. Great durability of the 
hand tools is achieved by special processes of heat 
treatment, sand blast and polishing. 
 
 
 

Auto repair master tool set 
50pcs. 
 
Content: 
�  6 pcs. combination wrenches (8, 10, 12, 14, 17 and 

19mm) 
�  9 pcs. long ball 

point hex head 
wrenches (1.5, 2, 
2.5, 3, 4, 5, 6, 8 und 
10mm) 

�  1 pcs. ½“ offset 
handle 

�  1 pcs. Quick 
release reversible 
ratchet 
(1/2“x48Tx250mm) 

�  11 pcs. ½“ 12-point 
socket (8, 9, 10, 12, 
14, 17, 19, 21, 22, 
24 und 27mm) 

�  8 pcs. hex bit 
socket (5x180mm, 
6x70mm, 
6x140mm, 
6x200mm, 
7x100mm, 
8x170mm, 
10x140mm und 
17x55mm) 

�  3 pcs. ½“ spline bit socket (M8x100mm, 
M10x120mm und M12x140mm) 

�  1 Stk. ½“ universal joint 
�  1 Stk. ½“ sliding T handle 
�  2 Stk. ½“ extension bars (125 and 250mm) 
�  1 Stk. screwdriver Phillips (PH#2x6x150mm) 
�  1 Stk. screwdriver slotted(1,2x6,5x150mm) 
�  2 Stk. ½“ spark plug socket (16 and 21mm) 
�  1 Stk. 3c claw oilfilter wrench (63 - 102mm) 
�  1 Stk. VW strut nut socket (5x15,5x22mm) 
�  1 Stk. front shock absorption install socket 
 

 



������������������������� ���

 49 

����
 

� 	
�	
�	
�	
� �� �� ���
� � � � �  � � �	�
���	�
 : 77- 
�������
����  

 
 

���������� : 
3/8“: �   12 Stk. Sechskantnuss (8, 10, 11, 12, 13, 14, 

15, 17, 19, 20, 21 und 22mm) 
�  2 Stk. Zündkerzennuss (16 und 21mm) 
�  1 Stk. Kreuzgelenk 
�  1 Stk. Verlängerung 

(125mm) 
�  1 Stk. Umschaltknarre 

mit Schnellauswurf 
(48Tx199mm) 

 
¼“:  �   1 Stk. Bithalter 
(100mm) 

�  7 Stk. Torx Bit 25mm 
(T10, T15, T20, T25, 
T27, T30 und T40) 

�  3 Stk. Schlitzschrauben 
Bit 25mm (0,5x4mm, 
0,8x5,5mm und 
1,2x6,5mm) 

�  3 Stk. Kreuzschlitzschrauben (Phillips) Bit 
25mm (PH#1, PH#2 und PH#3) 

�  6 Stk. Innensechskant Bit 25mm (3, 4, 5, 6, 7 
und 8mm) 

 
Sonstige: 
�  9 Stk. Innensechskantschlüssel mit Kugelkopf (1,5, 

2, 2,5, 3, 4, 5, 6, 8 und 10mm) 
�  9 Stk. Ringmaulschlüssel (8, 9, 10, 11, 12, 13, 14, 

17 und 19mm) 
�  1 Stk. Rollgabelschlüssel (150mm) 
�  4 Stk. Schlitzschraubendreher (0,5x3x75mm, 

1,2x6,5x100mm, 1,2x8x150mm und 1x5,5x38mm) 
�  4 Stk. Kreuzschlitzschraubendreher (Phillips, 

PH#0x3x75mm, PH#2x6x100mm, PH#3x8x150mm 
und PH#1x5x38mm) 

�  1 Stk. Kombizange (150mm) 
�  1 Stk. Seitenschneider (150mm) 
�  1 Stk. runde Gripzange (175mm) 
�  1 Stk. ½“ Taschen Teleskopmagnet (660mm) 
�  1 Stk. Bügelsäge (300mm) 
�  1 Stk. Flachmeißel achtkant (12mm) 
�  1 Stk. Kreuzmeißel achtkant (5mm) 
�  1 Stk. Hammer mit Holzgriff (500g) 
�  1 Stk. Körner achtkant 
�  2 Stk. Durchtreiber achtkant (3 und 4mm) 
�  1 Stk. Maßband (5m) 
�  1 Stk. Fühlerlehrenset 14-tlg. (0,05 bis 0,5mm) 
 

 

 
 

 
 

Auto repair master tool set 
77pcs. 
 

Content: 
3/8”: �  12 pcs. Six point socket   (8, 10, 11, 

12, 13, 14, 15,   17, 19, 20, 21 and 
  22mm) 

�  2 pcs. spark plug socket (16 and 21mm) 
�  1 pcs. universal joint 
�  1 pcs. extension bar 

(125mm) 
�  1 pcs. quick release 

reversible ratchet 
(48Tx199mm) 

 
¼”:  �� 1 pcs. bit holder 
(100mm) 

�  7 pcs. star bit 25mm 
(T10, T15, T20, T25, 
T27, T30 and T40) 

�  3 pcs. slotted bit 
25mm (0.5x4mm, 
0.8x5.5mm and 
1.2x6,5mm) 

�  3 pcs. Phillips bit 25mm (PH#1, PH#2 and 
PH#3) 

�  6 pcs. hex bit 25mm (3, 4, 5, 6, 7 and 8mm) 

 
Others: 
�  9 pcs. long ball hex head wrenches (1.5, 2, 2.5, 3, 

4, 5, 6, 8 and 10mm) 
�  9 pcs. combination wrenches (8, 9, 10, 11, 12, 13, 

14, 17 and 19mm) 
�  1 pcs. adjustable wrench (150mm) 
�  4 pcs. screwdriver slotted (0.5x3x75mm, 

1.2x6.5x100mm, 1.2x8x150mm und 1x5.5x38mm) 
�  4 pcs. screwdriver Phillips (PH#0x3x75mm, 

PH#2x6x100mm, PH#3x8x150mm und 
PH#1x5x38mm) 

�  1 pcs. lineman´s pliers (150mm) 
�  1 pcs. diagonal cutting pliers (150mm) 
�  1 pcs. curved jaw locking pliers (175mm) 
�  1 pcs. ½“ pocket telescopic magnetic pickup tool 

(660mm) 
�  1 pcs. hack saw (300mm) 
�  1 pcs. flat chisel octagonal handle (12mm) 
�  1 pcs. cape chisel octagonal handle (5mm) 
�  1 pcs. machinist´s hammer wood handle (500g) 
�  1 pcs. center punch octagonal handle 
�  2 pcs. drift pin octagonal handle (3 and 4mm) 
�  1 pcs. tape measure (5m) 
�  1 pcs. feeler gauges set 14 pcs. (0.05-0.5mm) 
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 : 52-
�������
��� �  

 
 

� � �� � � � � �� : 
¼“:  �   18 Stk. Sechskantnuss (4, 4,5, 5, 5,5, 6, 7, 8, 9, 

10, 11, 12 und 13mm) 
�  6 Stk. Sechskantlangnuss (8 bis 13mm) 
�  1 Stk. Bithalter 
�  1 Stk. Kreuzgelenk 
�  1 Stk. Gleitgriff 
�  2 Stk. Verlängerung (50 und 100mm) 
�  1 Stk. Umschaltknarre mit Schnellauswurf 

(48Tx146mm)  
�  8 Stk. Torx Bit 25mm (T8, T10, T15, T20, T25, 

T27, T30 und T40) 
�  5 Stk. Schlitzschrauben Bit 25mm (0,5x3mm, 

0,5x4mm, 0,8x5,5mm, 1,2x6,5mm und 
1,2x8mm) 

�  4 Stk. Kreuzschlitzschrauben (Phillips) Bit 
25mm (PH#0, 
PH#1, PH#2 
und PH#3) 

�  6 Stk. Inbus Bit 
25mm (3 bis 
8mm) 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
Sonstige: 

�  1 Stk. Rollgabelschlüssel (150mm) 
�  1 Stk. Spitzzange (125mm) 
�  1 Stk. Seitenschneider (114mm) 
�  1 Stk. runde Gripzange (125mm) 
�  1 Stk. Drehgriff mit Bitaufnahme 

 

 

 
 

 
 

Master tool set 52pcs. 
 

 
Content: 

¼“:  �   18 pcs. six point socket (4, 4.5, 5, 5.5, 6, 7, 8, 
9, 10, 11, 12 und 13mm) 

�  6 six point deep socket (8 - 13mm) 
�  1 pcs. bit holder 
�  1 pcs. universal joint 
�  1 pcs. sliding T handle 
�  2 extension bar (50 and 100mm) 
�  1 quick release reversible ratchet 

(48Tx146mm)  
�  8 pcs. star bit 25mm (T8, T10, T15, T20, T25, 

T27, T30 and T40) 
�  5 pcs. slotted bit 25mm (0.5x3mm, 0.5x4mm, 

0.8x5.5mm, 1.2x6.5mm and 1.2x8mm) 
�  4 pcs. Phillips bit 25mm (PH#0, PH#1, PH#2 

und PH#3) 
�  6 pcs. hex bit 25mm (3 - 8mm) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Others: 

�  1 pcs. 

adjustable wrench (150mm) 
�  1 pcs. mini long nose pliers (125mm) 
�  1 pcs. mini diagonal cutting pliers (114mm) 
�  1 pcs. curved jaw locking pliers (125mm) 
�  1 pcs. bit adaptor with handle 
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 : 

150-�������
����  
���������� : 
3
/8“: �   20 Stk. Sechskantnuss (9 bis 19mm; 3/8, 

7/16, ½, 9/16, 
5/8, 

11/16, ¾, 13/16 und 7/8Zoll) 
�  6 Stk. Sechskantlangnuss (10 bis 15mm) 
�  8 Stk. Sternnuss (E8, E10, E11, E12, E14, E16, E18 und 

E20) 
�  6 Stk. Innensechskantnuss 48mm (3, 4, 5, 6, 8 und 10mm) 
�  3 Stk. Torxnuss 48mm (T20, T30 und T40) 
�  4 Stk. Torxnuss mit Innenloch 48mm (T45H, T50H, T55H 

und T60H) 
�  3 Stk. Kreuzschlitzschraubennuss 48mm (PH#1, PH#2 und 

PH#3) 
�  3 Stk. Kreuzschlitzschraubennuss 48mm (PZ#1, PZ#2 und 

PZ#3) 
�  3 Stk. Schlitzschraubennuss 48mm (4, 5,5 und 6,5mm) 
�  1 Stk. Umschaltknarre mit Schnellauswurf (48Tx199mm) 
�  1 Stk. Kreuzgelenk 
�  2 Stk. Verlängerung (125 und 250mm) 

1/4“: �   20 Stk. Sechskantnuss (4 bis 13mm; 5/32, 
3/16, 

7/32, 
1/4, 

9/32, 
5/16,

11/32, 
3/8, 

7/16 und 1/2Zoll) 
�  6 Stk. 

Sechskantlangnuss 
(4 bis 9mm) 

�  7 Stk. Torxnuss mit 
Innenloch 25mm 
(T10H, T15H, 
T20H, T25H, T27H, 
T30H und T40H) 

�  1 Stk. Bithalter 
�  1 Stk. Drehgriff für 

Bits 
�  1 Stk. 

Umschaltknarre mit 
Schnellauswurf 
(48Tx146mm) 

�  1 Stk. Kreuzgelenk 
�  1 Stk. Verlängerung 

(100mm) 
1/2“: �   3 Stk. 

Sechskantnuss 
(15/16, 1 und 
11/16Zoll) 

�  7 Stk. 
Sechskantlangnuss 
(10, 12, 13, 14, 17 
und 19mm) 

�  7 Stk. 
Zwölfkantnuss (20, 
21, 22, 24, 27, 30 
und 32mm) 

�  2 Stk. 
Zündkerzennuss (16 und 21mm) 

�  4 Stk. Schlagschraubernuss (17, 19, 21 und 23mm) 
�  1 Stk. Umschaltknarre mit Schnellauswurf (48Tx250mm) 
�  1 Stk. Kreuzgelenk 
�  2 Stk. Verlängerung (125 und 250mm) 

Sonstige: 
�  12 Stk. Ringmaulschlüssel (8 bis 19mm) 
�  4 Stk. Ringschlüssel 45° abgewinkelt (8, 9, 10, 12,  14, 17 

und 19mm) 
�  9 Stk. Innensechskantschlüssel mit Kugelkopf (1,5, 2, 2,5, 

3, 4, 5, 6, 8 und 10mm) 

 
 
 
Tool set 150pcs. 
Content: 

3/8“: �   20 pcs. six point socket (9 -  
 19mm; 3/8, 

7/16, ½, 9/16, 
5/8,   11/16, 

¾, 13/16 and 7/8Inch) 
�  6 pcs. six point deep socket (10 - 15mm) 
�  8 pcs. star socket (E8, E10, E11, E12, E14, E16, E18 and 

E20) 
�  6 pcs. hex bit socket 48mm (3, 4, 5, 6, 8 and 10mm) 
�  3 pcs. star bit socket 48mm (T20, T30, T40) 
�  4 pcs. star bit socket with bore hole 48mm (T45H, T50H, 

T55H and T60H) 
�  3 pcs. Phillips bit socket 48mm (PH#1, PH#2 and PH#3) 
�  3 pcs. Pozi bit socket 48mm (PZ#1, PZ#2 and PZ#3) 
�  3 pcs. slotted bit socket 48mm (4, 5.5, 6.5mm) 
�  1 pcs. quick release reversible ratchet (48Tx199mm) 
�  1 pcs. universal joint 
�  2 pcs. extension bar (125 and 250mm) 

1/4“: �   20 pcs. six point socket (4 - 13mm; 5/32, 
3/16, 

7/32, 
1/4, 

9/32, 
5/16, 

11/32, 
3/8, 

7/16 and 1/2Zoll) 
�  6 pcs. six point deep socket (4 - 9mm) 
�  7 pcs. star bit socket with bore hole 25mm (T10H, T15H, 

T20H, T25H, T27H, T30H and T40H) 
�  1 pcs. bit holder 
�  1 pcs. spinner handle for bits 
�  1 pcs. quick release reversible ratchet (48Tx146mm) 

�  1 pcs. 
universal joint 

�  1 pcs. 
extension bar 
(100mm) 

1/2“: �   3 pcs. six 
point socket (15/16, 1 
und 11/16Zoll) 

�  7 pcs. six 
point deep 
socket (10, 
12, 13, 14, 17 
and 19 mm) 

�  7 pcs. twelve 
point socket 
(20, 21, 22, 
24, 27, 30 and 
32mm) 

�  2 pcs. spark 
plug socket 
(16 and 
21mm) 

�  4 pcs. six 
point impact 
socket (17, 
19, 21 and 
23mm) 

�  1 quick 
release 
reversible 

ratchet (48Tx250mm) 
�  1 pcs. universal joint 
�  2 pcs. extension bar (125 and 250mm) 

Others: 
�  12 pcs. combination wrench (8 - 19mm) 
�  4 pcs. offset double box wrenches (8, 9, 10, 12, 14, 17 and 

19mm) 
�  9 pcs. long ball point hex head wrenches (1.5, 2, 2.5, 3, 4, 

5, 6, 8 and 10mm) 
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120-�������
����  
 
 
���������� : 
3/8“: �   20 Stk. Sechskant-nuss (9 bis 19mm; 3/8, 

7/16, ½, 9/16, 
5/8, 

11/16, ¾, 13/16 und 7/8Zoll) 
�  4 Stk. Sechskant-

langnuss (13, 14, 15 
und 17mm) 

�  2 Stk. Zündkerzen-
nuss (16 und 21mm) 

�  8 Stk. Sternnuss (E8, 
E10, E11, E12, E14, 
E16, E18 und E20) 

�  4 Stk. 
Innensechskantnuss 
48mm (3 bis 6mm) 

�  7 Stk. Torxnuss mit 
Innenloch 48mm 
(T20H, T30H, T40H, 
T45H, T50H, T55H 
und T60H) 

�  2 Stk. 

Kreuzschlitzschraubennuss 48mm (PH#1 und 
PH#2) 

�  2 Stk. Kreuzschlitzschraubennuss 48mm (PZ#1 und 
PZ#2) 

�  2 Stk. Schlitzschraubennuss 48mm (5,5 und 6,5mm) 
�  1 Stk. Umschaltknarre mit Schnellauswurf 

(48Tx199mm) 
�  1 Stk. Kreuzgelenk 
�  2 Stk. Verlängerung (125 und 250mm) 

1/4“: �   20 Stk. Sechskantnuss (4, 5, 6, 7, 8, 9, 10, 11, 12 
und 13mm; 5/32, 

3/16, 
7/32, 

1/4, 
9/32, 

5/16,
11/32, 

3/8, 
7/16 

und 1/2Zoll) 
�  4 Stk. Sechskantlangnuss (8, 9, 10 und 12mm) 
�  7 Stk. Torxnuss mit Innenloch 25mm (T10H, T15H, 

T20H, T25H, T27H, T30H und T40H) 
�  1 Stk. Bithalter 
�  1 Stk. Drehgriff 
�  1 Stk. Umschaltknarre mit Schnellauswurf 

(48Tx146mm) 
�  1 Stk. Kreuzgelenk 
�  1 Stk. Verlängerung (50mm) 

1/2“: �   11 Stk. Sechskantnuss (20, 21, 22, 24, 27, 30 und 
32mm; 5/16, 1, 11/16 und 11/4Zoll) 

�  4 Stk. Schlagschraubernuss (17, 19, 21 und 23mm) 
�  1 Stk. Umschaltknarre mit Schnellauswurf 

(48Tx250mm) 
�  1 Stk. Kreuzgelenk 
�  2 Stk. Verlängerung (125 und 250mm) 

Sonstige: 
�  10 Stk. Ringmaulschlüssel (8, 9, 10, 11, 12, 13, 14, 

17, 18 und 19mm) 

 
 
 

Master tool set 120pcs. 
 
 
Content: 
3/8“: �   20 pcs. six point    socket (9 - 

19mm; 3/8,   7/16, ½, 9/16, 
5/8, 

11/16, ¾, 
  13/16 and 7/8Inch) 

�  4 pcs. six point deep socket (13, 14, 15 and 17mm) 
�  2 pcs. spark plug socket (16 and 21mm) 

�  8 pcs. star 
socket (E8, E10, 
E11, E12, E14, 
E16, E18 and 
E20) 

�  4 pcs. hex bit 
socket 48mm (3 
- 6mm) 

�  7 pcs. star bit 
socket with bore 
hole 48mm 
(T20H, T30H, 
T40H, T45H, 
T50H, T55H and 
T60H) 

�  2 pcs. Phillips bit 
socket 48mm 
(PH#1 and 
PH#2) 

�  2 pcs. Pozi bit 
socket 48mm 
(PZ#1 and 

PZ#2) 
�  2 pcs. slotted bit socket 48mm (5.5 and 6.5mm) 
�  1 pcs. quick release reversible ratchet (48Tx199mm) 
�  1 pcs. universal joint 
�  2 pcs. extension bar (125 and 250mm) 

1/4“: �   20 pcs. six point socket (4 - 13mm; 5/32, 
3/16, 

7/32, 
1/4, 

9/32, 
5/16, 

11/32, 
3/8, 

7/16 and 1/2Zoll) 
�  4 pcs. six point deep socket (8, 9, 10 and 12mm) 
�  7 pcs. star bit socket with bore hole 25mm (T10H, 

T15H, T20H, T25H, T27H, T30H and T40H) 
�  1 pcs. bit holder 
�  1 pcs. spinner handle 
�  1 pcs. quick release reversible ratchet (48Tx146mm) 
�  1 pcs. universal joint 
�  1 pcs. extension bar (50mm) 

1/2“: �   11 pcs. six point socket (20, 21, 22, 24, 27, 30 and 
32mm; 5/16, 1, 11/16 and 11/4Zoll) 

�  4 pcs. six point impact socket (17, 19, 21 and 
23mm) 

�  1 pcs. quick release reversible ratchet (48Tx250mm) 
�  1 pcs. universal joint 
�  2 pcs. extension bar (125 and 250mm) 

Others: 
�  10 pcs. combination wrench (8, 9, 10, 11, 12, 13, 14, 

17, 18 and 19mm) 
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¼“:  �  13 Stk. Sechskantnuss  (4,  4,5, 5, 5,5, 6, 

7, 8, 9, 10,  11,  12, 13 und 14mm) 
�  8 Stk. Sechskantnuss lang (6, 7, 8, 9, 10, 11, 12 und 

13mm) 
�  6 Stk. Torxnuss (T8x37, 

T10x37, T15x37, T20x37, 
T25x37 und T30x37mm) 

�  4 Stk. Innensechskant 
Bits 37mm (3 bis 6mm) 

�  2 Stk. Kreuzschlitz-
schraubendreher 
(Phillips) Bit 37mm (PH#1 
und PH#2) 

�  2 Stk. Kreuzschlitz-
schraubendreher (Pozi) 
Bit 37mm (PZ#1 and 
PZ#2) 

�  3 Stk. 
Schlitzschraubendreher 
Bits (4x37, 5,5x37 und 
7x37mm) 

�  1 Stk. Flexible 
Verlängerung (150mm) 

�  2 Stk. Verlängerungen 
(50 und 100mm) 

�  1 Stk. Kreuzgelenk 
�  1 Stk. Gleitgriff 
�  1 Stk. Drehgriff 
�  1 Stk. Umschaltknarre mit 

Schnellauswurf 
(48Tx146mm)  

�  1 Stk. Bithalter 
½“:  �   18 Stk. Seckskantnuss 

(10, 11, 12, 13, 14, 15, 
16, 17, 18, 19, 20, 21, 22, 23, 24, 27, 30 und 32mm) 

�  4 Stk. Sechskantnuss lang (14, 15, 17 und 19mm) 
�  1 Stk. Bit Adapter (1/2“ (w) – 5/16“ (w)) 
�  1 Stk. Gleitgriff 
�  1 Stk. Kreuzgelenk 
�  2 Stk. Verlängerungen (125 und 250mm) 
�  1 Stk. Umschaltknarre mit Schnellauswurf 

(48Tx250mm) 
� ��������	� : 

�  4 Stk. 5/16“ Torx Bit 30mm (T40, T45, T50 und T55) 
�  3 Stk. 5/16“ Schlitzschraubendreher Bit 30mm (8, 10 

und 12mm) 
�  2 Stk. 5/16“ Kreuzschlitzschrauben (Phillips) Bit 

30mm (PH#3 und PH#4) 
�  4 Stk. 5/16“ Innensechskant Bit 30mm (8, 10, 12 und 

14) 
�  2 Stk. 5/16“ Kreuzschlitzschrauben (Pozi) Bit 30mm 

(PZ#3 und PZ#4) 
�  2 Stk. ½“ Zündkerzennuss (16 und 21mm) 
�  3 Stk. Innensechskantschlüssel (1,5, 2 und 

2,5mm) 

 

 
 

Socket set 94pcs. 
 

 
Content: 
¼“:  �  13 pcs. six point socket (4,   4,5, 5, 5,5, 6, 

7, 8, 9, 10,  11,   12, 13 and 14mm) 
�  8 pcs. six point deep socket (6, 7, 8, 9, 10, 11, 12 

and 13mm) 
�  6 pcs. star bit socket 

37mm (T8, T10, T15, 
T20, T25 and T30mm) 

�  4 pcs. hex bit socket 
37mm (3 - 6mm) 

�  2 pcs. Phillips bit 37mm 
(PH#1 and PH#2) 

�  2 pcs. Pozi bit 37mm  
(PZ#1 and PZ#2) 

�  3 Stk. 
Schlitzschraubendreher 

Bits 37mm (4, 5,5 and 7) 
�  1 pcs. flexible extension 

bar (150mm) 
�  2 pcs. extension bar (50 

and 100mm) 
�  1 pcs. universal joint 
�  1 pcs. sliding T handle 
�  1 pcs. spinner handle 
�  1 pcs.  quick release 

reversable ratchet 
(48Tx146mm)  

�  1 pcs. bit holder 
½“:  �   18 pcs. six point socket 
(10, 11, 12, 13, 14, 15, 16, 17, 
18, 19, 20, 21, 22, 23, 24, 27, 
30 and 32mm) 

�  4 pcs. six point deep 
socket (14, 15, 17 and 

19mm) 
�  1 pcs. bit adaptor (1/2“ (w) – 5/16“ (w)) 
�  1 pcs. sliding T handle 
�  1 pcs. universal joint 
�  2 pcs. extension (125 and 250mm) 
�  1 pcs. quick release reversible ratchet (48Tx250mm) 

Others: 
�  4 pcs. 5/16“ star bit 30mm (T40, T45, T50 and T55) 
�  3 pcs. 5/16“ slotted bit (8, 10 and 12mm) 
�  2 pcs. 5/16“ Phillips bit 30mm (PH#3 and PH#4) 
�  4 pcs. 5/16“ hex bit 30mm (8, 10, 12 and 14mm) 
�  2 pcs. 5/16“ Pozi bit 30mm (PZ#3 and PZ#4) 
�  2 pcs. ½“ spark plug socket (16 and 21mm) 
�  3 pcs. Inbusschlüssel (1.5, 2 and 2.5mm) 
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���������� : 
½“:  �   17 Stk. Sechskantnuss (10, 11, 

12, 13, 14, 15, 16, 17, 18, 19, 
21, 22, 23, 24, 27, 30 und 
32mm) 

�  1 Stk. Kreuzgelenk 
�  2 Stk. Verlängerungen (125 und 

250mm) 
�  1 Stk. Umschaltknarre mit 

Schnellauswurf (48Tx250mm) 
 
����������� : 
�  15 Stk. Ringmaulschlüssel (8, 9, 10, 

11, 12, 13, 14, 15, 16, 17, 18, 19, 
21, 22 und 24mm) 

�  5 Stk. Schlitzschrauben-dreher 
(0,5x3x75mm, 1x5,5x38mm, 
1,2x6,5x100mm, 1,2x6,5x150mm 
und 1,2x8x150mm) 

�  4 Stk.. Kreuzschlitzschraubendreher (PH#0x3x75mm, 
PH#1x5x38mm, 
PH#2x6x100mm und 
PH#3x8x150mm) 

�  9 Stk. 
Innensechskantschlüssel 
(1,5, 2, 2,5, 3, 4, 5, 6, 8 und 
10mm) 

�  1 Stk. Kombizange (200mm) 
�  1 Stk. Spitzzange (150mm) 
�  1 Stk. Seitenschneider 

(150mm) 
�  1 Stk. Hammer (500g) 
�  1 Stk. Gummihammer 

(45mm) 
�  1 Stk. Kreuzmeissel 

(5mm) 
�  1 Stk. Körner 
�  3 Stk. Dorn (4, 5 und 

6mm) 
�  1 Stk. Maßband (5m) 
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Tool trolley with 64pcs. 
Tool set*  
 
Tool trolley with seven drawers, lockable on four 
heavy load casters (with bearing, two fixed and two 

swiveling). Including tool set 
on the two top drawers. 
 
Content: 
½“: �� 17 pcs. six point socket 
   (10, 11, 12, 13, 14, 15, 
16,   17, 18, 19, 21, 22, 23, 24, 
  27, 30 and 32mm) 

�  1 pcs. universal joint 
�  2 pcs. extension bar (125 

and 250mm) 
�  1 pcs. quick release 

reversible ratchet 
(48Tx250mm) 

 
Others: 

�  15 pcs. combination 
wrench (8, 9, 10, 11, 12, 
13, 14, 15, 16, 17, 18, 19, 
21, 22 and 24mm) 

�  5 pcs. screwdriver slotted 
(0,5x3x75mm, 
1x5,5x38mm, 

1,2x6,5x100mm, 
1,2x6,5x150mm and 1,2x8x150mm) 

�  4 pcs. screwdriver Phillips 
(PH#0x3x75mm, 
PH#1x5x38mm, 

PH#2x6x100mm and 
PH#3x8x150mm) 

�  9 pcs. long hex key set (1,5, 
2, 2,5, 3, 4, 5, 6, 8 and 
10mm) 

�  1 pcs. lineman´s pliers 
(200mm) 

�  1 pcs. long nose pliers 
(150mm) 

�  1 pcs. diagonal cutting pliers 
(150mm) 

�  1 pcs. machinist´s hammer 
(500g) 

�  1 pcs. rubber hammer 
(45mm) 

�  1 pcs. cape chisel (5mm) 
�  1 pcs. Center punch 
�  3 pcs. punch (4, 5 and 6mm) 
�  1 pcs. Tape measures (5m) 
 
 

*: Tool trolley is also available without tool set! 
 

 


